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FrontCom® Vario
Frame
• �IP 65

Technical data

Protection degree
Material cover
Material frame
Ambient temperature (operational)
Approvals
Note

Ordering data

Button operation
Lockable with key

Note

Accessories

Note

Metal cover

67

13
4

27.5

IP 65 in enclosed state
Zinc diecast, powder-coated
Zinc diecast
-40 °C...70 °C
CURUS; GERMLLOYD
 

Type Qty. Order No.
IE-FC-SFM-KNOB 1 1450530000
IE-FC-SFM-KEY 1 1450540000
 

 

Type Qty. Order No.Type Qty. Order No.
IE-FC-KEY 1 1465930000

SM 27/18 K MC NE SI 80 1713760000
SM 27/18 K MC NE GR 80 1073340000
SM 27/18 K MC NE WS 80 1707270000
ESG 7/20 SIRIUS MC NE WS 200 1736181044

IE-FC-PWPC 1 1450820000

Spare key

Markers
silver

light grey
white

 for touch-safe protection and insert plates
Touch-safe protection

Touch-safe protection

Plastic cover

67

13
4

27.5

IP 65 in enclosed state
Polycarbonate PC
Zinc diecast
-40 °C...70 °C
GERMLLOYD
 

Type Qty. Order No.
IE-FC-SFP-KNOB 1 1450510000
IE-FC-SFP-KEY 1 1450520000
 

 

Type Qty. Order No.Type Qty. Order No.
IE-FC-KEY 1 1465930000

SM 27/18 K MC NE SI 80 1713760000
SM 27/18 K MC NE GR 80 1073340000
SM 27/18 K MC NE WS 80 1707270000
ESG 7/20 SIRIUS MC NE WS 200 1736181044

IE-FC-PWPC 1 1450820000
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FrontCom® Vario
Insert plates
• �IP 20

Technical data

Material
Insert, data
Signal insert D-Sub 9-pole / VGA / HDMI
Insert, signal, D-Sub, 25-pole
Insert Power large
Insert Power small
Insert Power US
Ambient temperature (operational)
Approvals
Note

Ordering data

shielded
unshielded

Note

Accessories

Note

1x Power, 2x Data

Polycarbonate PC
2

1

-40 °C...70 °C
GERMLLOYD
 

Type Qty. Order No.
IE-FC-SP-PWB/2ST 1 1450550000
IE-FC-IP-PWB/2ST 1 1450630000
 

 

Type Qty. Order No.Type Qty. Order No.
IE-FCI-PWB-AU 1 1450830000
IE-FCI-PWB-AU-10A 10 1546590000
IE-FCI-PWB-CH 1 1450780000
IE-FCI-PWB-CN 1 1450790000
IE-FCI-PWB-GB 1 1450770000
IE-FCI-PWB-DE 1 1450730000
IE-FCI-PWB-DE-OR 1 1554000000
IE-FCI-PWB-FR 1 1450750000
IE-FCI-PWB-FR-OR 1 2007230000
IE-FCI-PWS-EU 1 1450740000
IE-FCI-PWS-IT 1 1450810000
IE-FCI-PWB-MC 1 1529570000
IE-FCI-PWB-RCBO 1 1534250000

IE-BI-RJ45-C 10 1962840000
IE-BI-RJ45-FJ-B 10 1963840000
IE-BI-RJ45-FJ-P 10 1963830000
IE-BI-RJ45-FJ-A 10 1962850000
IE-BI-USB-A 10 1019570000
IE-BI-USB-3.0-A 1 1487920000
IE-BI-USB-AB 10 1131380000

ESG 7/20 SIRIUS MC NE WS 200 1736181044

IE-FC-PWPC 1 1450820000

Inserts, Power
Socket AU 15 A
Socket AU 10 A

Socket CH
Socket CN
Socket GB
Socket DE

Socket DE orange
Socket FR

Socket FR orange
Socket EU
Socket IT

Socket multi-contact
RCBO

Inserts, Data
RJ45 coupling

RJ45 module EIA/TIA T568 B
RJ45 module PROFINET

RJ45 module EIA/TIA T568 A
USB 2.0 A / A
USB 3.0 A / A
USB 2.0 A / B

Markers
 for touch-safe protection and insert plates

Touch-safe protection
Touch-safe protection

Inserts, Signal
D-Sub, 9-pole, female/female
D-Sub, 9-pole, female / male

D-Sub, 9-pole, female / solder connection

1x Power, 2x Data, 1x Signal

Polycarbonate PC
2
1

1

-40 °C...70 °C
GERMLLOYD
 

Type Qty. Order No.
IE-FC-SP-PWS/2ST/1D9 1 1450600000
IE-FC-IP-PWS/2ST/1D9 1 1450690000
 

 

Type Qty. Order No.Type Qty. Order No.

IE-FCI-PWS-EU 1 1450740000
IE-FCI-PWS-IT 1 1450810000

IE-BI-RJ45-C 10 1962840000
IE-BI-RJ45-FJ-B 10 1963840000
IE-BI-RJ45-FJ-P 10 1963830000
IE-BI-RJ45-FJ-A 10 1962850000
IE-BI-USB-A 10 1019570000
IE-BI-USB-3.0-A 1 1487920000
IE-BI-USB-AB 10 1131380000

ESG 7/20 SIRIUS MC NE WS 200 1736181044

IE-FC-PWPC 1 1450820000

IE-FCI-D9-FF 1 1450840000
IE-FCI-D9-FM 1 1450850000
IE-FCI-D9-FS 1 1450870000
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FrontCom® Vario
Insert plates
• �IP 20

Technical data

Material
Insert, data
Signal insert D-Sub 9-pole / VGA / HDMI
Insert, signal, D-Sub, 25-pole
Insert Power large
Insert Power small
Insert Power US
Ambient temperature (operational)
Approvals
Note

Ordering data

shielded
unshielded

Note

Accessories

Note

1x Data, 2x Signal

Polycarbonate PC
1
1
1

-40 °C...70 °C
GERMLLOYD
 

Type Qty. Order No.
IE-FC-SP-1ST/1D9/1D25 1 1450580000
IE-FC-IP-1ST/1D9/1D25 1 1450650000
 

 

Type Qty. Order No.Type Qty. Order No.
IE-FCI-D9-FF 1 1450840000
IE-FCI-D9-FM 1 1450850000
IE-FCI-D9-FS 1 1450870000
IE-FCI-D25-FF 1 1450880000
IE-FCI-D25-FM 1 1450890000
IE-FCI-D25-FS 1 1450900000

IE-BI-RJ45-C 10 1962840000
IE-BI-RJ45-FJ-A 10 1962850000
IE-BI-RJ45-FJ-B 10 1963840000
IE-BI-RJ45-FJ-P 10 1963830000
IE-BI-USB-A 10 1019570000
IE-BI-USB-3.0-A 1 1487920000
IE-BI-USB-AB 10 1131380000

ESG 7/20 SIRIUS MC NE WS 200 1736181044

IE-FC-PWPC 1 1450820000

Inserts, Signal
D-Sub, 9-pole, female/female
D-Sub, 9-pole, female / male

D-Sub, 9-pole, female / solder connection
D-Sub, 25-pole, female / solder connection

D-Sub, 25-pole, female/female
D-Sub, 25-pole, female/male

Inserts, Data
RJ45 coupling

RJ45 module EIA/TIA T568 A
RJ45 module EIA/TIA T568 B

RJ45 module PROFINET
USB 2.0 A / A
USB 3.0 A / A
USB 2.0 A / B

Markers
 for touch-safe protection and insert plates

Touch-safe protection
Touch-safe protection

blank plate

Polycarbonate PC

-40 °C...70 °C
GERMLLOYD
 

Type Qty. Order No.

IE-FC-IP-BP 1 1450710000
 

 

Type Qty. Order No.
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FrontCom® Vario
Insert plates
• �IP 20

Technical data

Material
Insert, data
Signal insert D-Sub 9-pole / VGA / HDMI
Insert, signal, D-Sub, 25-pole
Insert Power large
Insert Power small
Insert Power US
Ambient temperature (operational)
Approvals
Note

Ordering data

shielded
unshielded

Note

Accessories

Note

1x Power, 2x Data

Polycarbonate PC
2

1
-40 °C...70 °C
GERMLLOYD
 

Type Qty. Order No.
IE-FC-SP-PWU/2ST 1 1450620000
IE-FC-IP-PWU/2ST 1 1450700000
For US socket the touch-safe protection is mandatory

 

Type Qty. Order No.Type Qty. Order No.
IE-BI-RJ45-C 10 1962840000
IE-BI-RJ45-FJ-A 10 1962850000
IE-BI-RJ45-FJ-B 10 1963840000
IE-BI-RJ45-FJ-P 10 1963830000
IE-BI-USB-A 10 1019570000
IE-BI-USB-AB 10 1131380000
IE-BI-USB-3.0-A 1 1487920000

ESG 7/20 SIRIUS MC NE WS 200 1736181044

IE-FC-PWPC 1 1450820000

IE-FCI-PWS-US 1 1450800000

Inserts, Data
RJ45 coupling

RJ45 module EIA/TIA T568 A
RJ45 module EIA/TIA T568 B

RJ45 module PROFINET
USB 2.0 A / A
USB 2.0 A / B
USB 3.0 A / A

Inserts, Signal
D-Sub, 9-pole, female / male

D-Sub, 9-pole, female / solder connection
D-Sub, 9-pole, female/female

Markers
 for touch-safe protection and insert plates

Touch-safe protection
Touch-safe protection

Inserts, Power

Fuse inserts
3 A

1x power, 1x 3A fuse, 1x data

Polycarbonate PC
1

1
-40 °C...70 °C

 

Type Qty. Order No.

IE-FC-IP-PWU/1ST/CB 1 1543710000
Touch-safe protection is obligatory when using the US socket

 

Type Qty. Order No.Type Qty. Order No.
IE-BI-RJ45-C 10 1962840000
IE-BI-RJ45-FJ-A 10 1962850000
IE-BI-RJ45-FJ-B 10 1963840000
IE-BI-RJ45-FJ-P 10 1963830000
IE-BI-USB-A 10 1019570000
IE-BI-USB-AB 10 1131380000
IE-BI-USB-3.0-A 1 1487920000

ESG 7/20 SIRIUS MC NE WS 200 1736181044

IE-FC-PWPC 1 1450820000

IE-FCI-PWS-US 1 1450800000

IE-FCI-PWCB-3A 1 1543690000
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FrontCom® Vario
Insert plates
• �IP 20

Technical data

Material
Insert, data
Signal insert D-Sub 9-pole / VGA / HDMI
Insert, signal, D-Sub, 25-pole
Insert Power large
Insert Power small
Insert Power US
Ambient temperature (operational)
Approvals
Note

Ordering data

shielded
unshielded

Note

Accessories

Note

2x Data, 2x Signal

Polycarbonate PC
2
2

-40 °C...70 °C
GERMLLOYD
 

Type Qty. Order No.
IE-FC-SP-2ST/2D9 1 1450590000
IE-FC-IP-2ST/2D9 1 1450670000
 

 

Type Qty. Order No.Type Qty. Order No.
IE-BI-RJ45-C 10 1962840000
IE-BI-RJ45-FJ-A 10 1962850000
IE-BI-RJ45-FJ-B 10 1963840000
IE-BI-RJ45-FJ-P 10 1963830000
IE-BI-USB-A 10 1019570000
IE-BI-USB-AB 10 1131380000
IE-BI-USB-3.0-A 1 1487920000

IE-FCI-D9-FM 1 1450850000
IE-FCI-D9-FS 1 1450870000
IE-FCI-D9-FF 1 1450840000

ESG 7/20 SIRIUS MC NE WS 200 1736181044

IE-FC-PWPC 1 1450820000

Inserts, Data
RJ45 coupling

RJ45 module EIA/TIA T568 A
RJ45 module EIA/TIA T568 B

RJ45 module PROFINET
USB 2.0 A / A
USB 2.0 A / B
USB 3.0 A / A

Inserts, Signal
D-Sub, 9-pole, female / male

D-Sub, 9-pole, female / solder connection
D-Sub, 9-pole, female/female

Markers
 for touch-safe protection and insert plates

Touch-safe protection
Touch-safe protection

Inserts, Power

Fuse inserts
3 A
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FrontCom® Vario
Insert plates
• �IP 20

Technical data

Material
Insert, data
Signal insert D-Sub 9-pole / VGA / HDMI
Insert, signal, D-Sub, 25-pole
Insert Power large
Insert Power small
Insert Power US
Ambient temperature (operational)
Approvals
Note

Ordering data

shielded
unshielded

Note

Accessories

Note

1x Power, 4x Data

Polycarbonate PC
4

1

-40 °C...70 °C
GERMLLOYD
 

Type Qty. Order No.
IE-FC-SP-PWS/4ST 1 1450570000
IE-FC-IP-PWS/4ST 1 1450640000
 

 

Type Qty. Order No.Type Qty. Order No.
IE-FCI-PWS-EU 1 1450740000
IE-FCI-PWS-IT 1 1450810000

IE-BI-RJ45-C 10 1962840000
IE-BI-RJ45-FJ-A 10 1962850000
IE-BI-RJ45-FJ-B 10 1963840000
IE-BI-RJ45-FJ-P 10 1963830000
IE-BI-USB-A 10 1019570000
IE-BI-USB-3.0-A 1 1487920000
IE-BI-USB-AB 10 1131380000

ESG 7/20 SIRIUS MC NE WS 200 1736181044

IE-FC-PWPC 1 1450820000

Inserts, Power
Socket EU
Socket IT

Inserts, Data
RJ45 coupling

RJ45 module EIA/TIA T568 A
RJ45 module EIA/TIA T568 B

RJ45 module PROFINET
USB 2.0 A / A
USB 3.0 A / A
USB 2.0 A / B

Markers
 for touch-safe protection and insert plates

Touch-safe protection
Touch-safe protection

Inserts, Signal
D-Sub, 9-pole, female/female
D-Sub, 9-pole, female / male

D-Sub, 9-pole, female / solder connection

1x Power, 2x Signal

Polycarbonate PC

2

1

-40 °C...70 °C
GERMLLOYD
 

Type Qty. Order No.
IE-FC-SP-PWS/2D9 1 1450610000
IE-FC-IP-PWS/2D9 1 1450680000
 

 

Type Qty. Order No.Type Qty. Order No.
IE-FCI-PWS-EU 1 1450740000
IE-FCI-PWS-IT 1 1450810000

ESG 7/20 SIRIUS MC NE WS 200 1736181044

IE-FC-PWPC 1 1450820000

IE-FCI-D9-FF 1 1450840000
IE-FCI-D9-FM 1 1450850000
IE-FCI-D9-FS 1 1450870000
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Data inserts
RJ45
• �Cat. 6A

• �IP 20
• �For housing variants 1, 4, 5, 14 and for FrontCom®

Technical data

Protection degree
Plugging cycles
Shielding
Housing main material
Contact surface
Connection cross-section, flexible, min. / max.
Connection cross-section, solid, min. / max.
Insulation diameter, min. / max.
Connector standard
Ambient temperature (operational)
PoE / PoE+
Approvals
Note

Ordering data
tool-free

TIA-A. Cat. 6A

TIA-B. Cat. 6A

PROFINET Cat. 5
Coupling

Note

Accessories

Note

Module

13
,1

9

15,6
40,1

IP 67 with housing
750
360° all-round enclosure
Zinc diecast
Gold over nickel, Au ≥ 0.8 µm
AWG 26 / AWG 22
AWG 24 / AWG 22
0.85 mm...1.6 mm
IEC 60603-7-51
-40 °C...70 °C
conforming to IEEE 802.3af
CULUS
 

Type Qty. Order No.
IE-BI-RJ45-FJ-A 10 1962850000
IE-BI-RJ45-FJ-B 10 1963840000
IE-BI-RJ45-FJ-P 10 1963830000

 

 

Type Qty. Order No.Type Qty. Order No.
PWZ RJ45 1 1118040000

Tools
Optional pressing tool

Coupling

13
,1

9

15,6
32,51

IP 67 with housing
750
360° all-round enclosure
Zinc diecast
Gold over nickel, Au ≥ 0.8 µm

IEC 60603-7-51
-40 °C...70 °C
conforming to IEEE 802.3af
CULUS; GERMLLOYD
 

Type Qty. Order No.

IE-BI-RJ45-C 10 1962840000
 

 

Type Qty. Order No.
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Data inserts
USB
• �Cat. 6A

• �IP 20
• �For housing variants 1, 4, 5, 14 and for FrontCom®

Technical data

Protection degree
Shielding
Ambient temperature (operational)
Connection 1 / 2
Connector standard
Approvals
Note

Ordering data

USB 2.0
USB 3.0

Note

Accessories

Note

Coupling USB A/A

IP 67 with housing
360° all-round enclosure
-40 °C...70 °C
USB A / USB A
IEC 61076-3-107
GERMLLOYD
 

Type Qty. Order No.
IE-BI-USB-A 10 1019570000
IE-BI-USB-3.0-A 1 1487920000
 

 

Type Qty. Order No.

Coupling USB A/B

IP 67 with housing
360° all-round enclosure
-40 °C...70 °C
USB A / USB B
IEC 61076-3-107
GERMLLOYD
 

Type Qty. Order No.
IE-BI-USB-AB 10 1131380000

 

 

Type Qty. Order No.
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Signal inserts
D-Sub
• �IP 20

Technical data

Protection degree
Housing main material
No. of poles
Housing surface
Material insulator
Contact surface
Contact resistance
Insulation resistance
Dielectric strength, contact / contact
Ambient temperature (operational)
Approvals
Note

Ordering data

Female / Female
Female / Male

Female / Solder connection
Note

Accessories

Note

9-pole

IP 20
SPCC
9
tin-plated
PBT glass-fibre reinforced UL 94 V-0
Gold-plated
≤ 20 mΩ
1000 MΩ at 500 V DC
1 kV eff / 1 min.
-55 °C...105 °C
GERMLLOYD
 

Type Qty. Order No.
IE-FCI-D9-FF 1 1450840000
IE-FCI-D9-FM 1 1450850000
IE-FCI-D9-FS 1 1450870000
 

 

Cable-lug sleave
Type Qty. Order No.

25-pole

IP 20
SPCC
25
tin-plated
PBT glass-fibre reinforced UL 94 V-0
Gold-plated
≤ 20 mΩ
1000 MΩ at 500 V DC
1 kV eff / 1 min.
-55 °C...105 °C
GERMLLOYD
 

Type Qty. Order No.
IE-FCI-D25-FF 1 1450880000
IE-FCI-D25-FM 1 1450890000
IE-FCI-D25-FS 1 1450900000
 

 

Type Qty. Order No.
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Signal inserts

• �IP 20

Technical data

Protection degree
Housing main material
No. of poles
Housing surface
Contact surface
Contact resistance
Insulation resistance
Dielectric strength, contact / contact
Ambient temperature (operational)
Approvals
Note

Ordering data

Note

Accessories

Note

HDMI

IP 20
PVC casting
9

Gold-plated

-15 °C...50 °C

 

Type Qty. Order No.
IE-FCI-HDMI-FF 1 2003390000
 

 

Type Qty. Order No.

HD15 / VGA

#5
#1
5

#1
1

#1

4.
75
±0
.1

7.
9±
0.
2

25±0.15

30.86±0.15

IP 20

25

Gold over nickel

1000 MΩ at 500 V DC
1000 V eff / 1 min
-55 °C...105 °C
GERMLLOYD
 

Type Qty. Order No.
IE-FCI-HD15-FF 1 1556290000
 

 

Type Qty. Order No.
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Power inserts
Sockets
• �IP 20

Technical data

Protection degree
Housing main material
Type of connection
Line connection cross-section
      finely stranded with wire-end ferrule
      finely stranded without wire-end ferrule
      finely stranded with wire-end ferrule
      finely stranded without wire-end ferrule
Conductor connection cross-section, rigid 
Stripping length
Rated voltage (AC)
Rated current
Ambient temperature (operational)
Approvals
Note

Ordering data

Note

Accessories

Note

Germany, white

IP 20
Polycarbonate PC
PUSH IN

1.5 ... 1.5 mm²
1.5 ... 2.5 mm²
1.5 ... 1.5 mm²
1.5 ... 2.5 mm²
1.5 ... 2.5 mm²
10 mm
250 V
16 A
-5 °C...50 °C
GERMLLOYD
 

Type Qty. Order No.
IE-FCI-PWB-DE 1 1450730000
 

 

Type Qty. Order No.

Germany, orange

IP 20
Polycarbonate PC
PUSH IN

1.5 ... 1.5 mm²
1.5 ... 2.5 mm²
1.5 ... 1.5 mm²
1.5 ... 2.5 mm²
1.5 ... 2.5 mm²
10 mm
250 V
16 A
-5 °C...50 °C
GERMLLOYD
 

Type Qty. Order No.
IE-FCI-PWB-DE-OR 1 1554000000
 

 

Type Qty. Order No.
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Switzerland

IP 20
Polycarbonate PC
PUSH IN

1.5 ... 1.5 mm²
1.5 ... 2.5 mm²
1.5 ... 1.5 mm²
1.5 ... 2.5 mm²
1.5 ... 2.5 mm²
10 mm
250 V
10 A
-5 °C...50 °C
GERMLLOYD
 

Type Qty. Order No.
IE-FCI-PWB-CH 1 1450780000
 

 

Type Qty. Order No.

France, white

IP 20
Polycarbonate PC
PUSH IN

1.5 ... 1.5 mm²
1.5 ... 2.5 mm²
1.5 ... 1.5 mm²
1.5 ... 2.5 mm²
1.5 ... 2.5 mm²
10 mm
250 V
16 A
-5 °C...50 °C
GERMLLOYD
 

Type Qty. Order No.
IE-FCI-PWB-FR 1 1450750000
 

 

Type Qty. Order No.

France, orange

IP 20
Polycarbonate PC
PUSH IN

1.5 ... 1.5 mm²
1.5 ... 2.5 mm²
1.5 ... 1.5 mm²
1.5 ... 2.5 mm²
1.5 ... 2.5 mm²
10 mm
250 V
16 A
-5 °C...50 °C

 

Type Qty. Order No.
IE-FCI-PWB-FR-OR 1 2007230000
 

 

Type Qty. Order No.
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Power inserts
Sockets
• �IP 20

Technical data

Protection degree
Housing main material
Type of connection
Line connection cross-section
      finely stranded with wire-end ferrule
      finely stranded without wire-end ferrule
      finely stranded with wire-end ferrule
      finely stranded without wire-end ferrule
Conductor connection cross-section, rigid 
Stripping length
Rated voltage (AC)
Rated current
Ambient temperature (operational)
Approvals
Note

Ordering data

Note

Accessories

Note

UK

IP 20
Polycarbonate PC
Screw connection

1.5 ... 2.5 mm²
1.5 ... 4 mm²
1.5 ... 2.5 mm²
1.5 ... 4 mm²
1.5 ... 4 mm²
9 mm
250 V
13 A
-5 °C...50 °C
GERMLLOYD
 

Type Qty. Order No.
IE-FCI-PWB-GB 1 1450770000
 

 

Type Qty. Order No.

Italy

IP 20
Polycarbonate PC
Screw connection

1.5 ... 2.5 mm²
1.5 ... 4 mm²
1.5 ... 2.5 mm²
1.5 ... 4 mm²
1.5 ... 4 mm²
9 mm
250 V
16 A
-5 °C...50 °C
GERMLLOYD
 

Type Qty. Order No.
IE-FCI-PWS-IT 1 1450810000
 

 

Type Qty. Order No.
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Euro

IP 20
Polycarbonate PC
Screw connection

1.5 ... 2.5 mm²
1.5 ... 4 mm²
1.5 ... 2.5 mm²
1.5 ... 4 mm²
1.5 ... 4 mm²
9 mm
250 V
16 A
-5 °C...50 °C
GERMLLOYD
 

Type Qty. Order No.
IE-FCI-PWS-EU 1 1450740000
 

 

Type Qty. Order No.

Australia, 15 A

32

23
.4

40.4

45

45

IP 20
Polycarbonate PC
Screw connection

1.5 ... 2.5 mm²
1.5 ... 4 mm²
1.5 ... 2.5 mm²
1.5 ... 4 mm²
1.5 ... 4 mm²
9 mm
240 V
15 A
-5 °C...50 °C
GERMLLOYD
 

Type Qty. Order No.
IE-FCI-PWB-AU 1 1450830000
 

 

Type Qty. Order No.

Australia, 10 A

32

23
.4

40.4

45

45

IP 20
Polycarbonate PC
Screw connection

1.5 ... 2.5 mm²
1.5 ... 4 mm²
1.5 ... 2.5 mm²
1.5 ... 4 mm²
1.5 ... 4 mm²
9 mm
240 V
10 A
-5 °C...50 °C
GERMLLOYD
 

Type Qty. Order No.
IE-FCI-PWB-AU-10A 10 1546590000
 

 

Type Qty. Order No.
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Power inserts
Sockets
• �IP 20

Technical data

Protection degree
Housing main material
Type of connection
Line connection cross-section
      finely stranded with wire-end ferrule
      finely stranded without wire-end ferrule
      finely stranded with wire-end ferrule
      finely stranded without wire-end ferrule
Conductor connection cross-section, rigid 
Stripping length
Rated voltage (AC)
Rated current
Ambient temperature (operational)
Approvals
Note

Ordering data

Note

Accessories

Note

China

IP 20
Polycarbonate PC
Screw connection

1.5 ... 2.5 mm²
1.5 ... 4 mm²
1.5 ... 2.5 mm²
1.5 ... 4 mm²
1.5 ... 4 mm²
9 mm
250 V
10 A
-5 °C...50 °C
GERMLLOYD
 

Type Qty. Order No.
IE-FCI-PWB-CN 1 1450790000
 

 

Cable-lug sleave
Type Qty. Order No.

USA

IP 20
PA 66
Solder connection, FS 4.8 x 0.8

125 V
15 A
-20 °C...85 °C
GERMLLOYD
 

Type Qty. Order No.
IE-FCI-PWS-US 1 1450800000
For US socket the touch-safe protection is mandatory

 

Type Qty. Order No.Type Qty. Order No.
VFSKHV/1,5-2,5/485 100 1491920000
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Multi-contact

45

45

35.9

45

38.9

IP 20
Polycarbonate PC
Screw connection

1.5 ... 2.5 mm²
1.5 ... 4 mm²
1.5 ... 2.5 mm²
1.5 ... 4 mm²
1.5 ... 4 mm²
10 mm
250 V / 127 V
5 A / 6 A / 10 A / 13 A / 15 A
-5 °C...50 °C
GERMLLOYD
 

Type Qty. Order No.
IE-FCI-PWB-MC 1 1529570000
 

 

EU, US, CN, GB, IND

Type Qty. Order No.
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Power inserts
RCBO
• �IP 20

Technical data

Ambient temperature (operational)
Operating voltage 
Rated current
IΔm
IΔn
Triggering characteristic
Type of connection
Line connection cross-section
      finely stranded with wire-end ferrule
      finely stranded with wire-end ferrule
Conductor connection cross-section, rigid 
Note

Ordering data

Note

Accessories

Note

RCBO

-5 °C...40 °C
230 V AC
16 A
500 A
30 mA
Typ C
Screw connection

1.5 ... 2.5 mm²
1.5 ... 2.5 mm²
1.5 ... 2.5 mm²
 

Type Qty. Order No.
IE-FCI-PWB-RCBO 1 1534250000
 

 

Type Qty. Order No.

TT TEST

Frequently

n 30mA
C16

O

775 32

3000

A
0

0
5

:
m

I

230 V
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3A fuse

• �IP 20

Technical data

Operating voltage 
Rated current
Type of connection
Note

Ordering data

Note

Accessories

Note

3A fuse

32 V DC, 250 V AC
3 A
Cable-lug sleaves 6.5 mm
 

Type Qty. Order No.
IE-FCI-PWCB-3A 1 1543690000
 

 

Type Qty. Order No.Type Qty. Order No.
WFSKHV/1,5-2,5 100 1491970000
VFSKHV/1,5-2,5/638 100 1491940000

Cable-lug sleaves 6.5 mm
angled

straight
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Accessories
Touch-safe protection

Technical data

Length x width x height
Material
Note

Ordering data

Note

Accessories

Note

Touch-safe protection

47.5 / 47.5 / 45 mm
PC
 

Type Qty. Order No.
IE-FC-PWPC 1 1450820000
 

 

Type Qty. Order No.

IP
 65

 se
rv

ice
 in

te
rfa

ce
s F

ro
nt

Co
m®

IP 65 service interface FrontCom® Vario

http://catalog.weidmueller.com/catalog/Start.do?localeID=en&ObjectID=2021700000
http://catalog.weidmueller.com/catalog/Start.do?localeID=en&ObjectID=1450820000


I

I.212021700000

Sets

• �shielded

Technical data

Frame
Insert plate
Data inserts
Power inserts
Rated voltage for socket
Rated current for socket
Protection degree
products included in the set

Note

Ordering data

shielded
unshielded

Note

Accessories

Note

2x Data 1x Power DE

67

13
4

27.5

Plastic cover
2x data, 1x power, Shielded
USB 2.0 A/A, RJ45 coupling Cat.6A

Socket DE
250 V
16 A
IP 65 in enclosed state
1450510000;1450550000;1450730000;1019570000;
1962840000
 

Type Qty. Order No.
IE-FC-SET-SPDED001-KN-P 1 1529580000

 

 

Plastic cover

Type Qty. Order No.

2x Data 1x Power MC

67

13
4

27.5

Metal cover, Lockable with key
2x data, 1x power, Shielded
2 x RJ45 coupling Cat.6A

Multicontact socket for: EU, US, CN, GB, IND
127 V, 250 V
15 A (at 127 V), 5 - 6 - 10 -13 A (at 250 V)
IP 65 in enclosed state
1450540000;1450550000;1529570000;1962840000

 

Type Qty. Order No.
IE-FC-SET-SPMCD002-KY-M 1 1529390000

 

 

Metal cover, lockable

Type Qty. Order No.
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Sets

Incl. preprinted markers: „Service only!“, „USB“, 
„Ethernet“, „230 V / AC“

Technical data

Frame
Insert plate
Data inserts
Power inserts
Rated voltage for socket
Rated current for socket
Protection degree
products included in the set

Note

Ordering data

shielded
unshielded

Note

Accessories

Note

2x Data, 1x Power

Plastic cover, Lockable with key
2x data, 1x power, Shielded
USB 2.0 A/A, RJ45 coupling Cat.6A

Socket DE
250 V
16 A
IP 65 in enclosed state
1450520000;1450550000;1450730000;1019570000;
1962840000;1450820000
 

Type Qty. Order No.
IE-FC-SET-SPDEK001-KY-P 1 1989020000

 

 

Type Qty. Order No.

2x Data, 1x Power

Plastic cover, Lockable with key
2x data, 1x power, Unshielded
USB 2.0 A/A, RJ45 coupling Cat.6A

Socket DE
250 V
16 A
IP 65 in enclosed state
1450520000;1450630000;1450730000;1019570000;
1962840000;1450820000
 

Type Qty. Order No.

IE-FC-SET-IPDEK001-KY-P 1 1543680000
 

 

Type Qty. Order No.
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IP 65 service interface FrontCom® Vario
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FrontCom® Micro RJ45
Module

Technical data

Category
Protection degree
Housing main material
Contact surface
Colour
Shielding
Type of mounting
Plugging cycles
Connector standard
Connection 1 / 2
Wall thickness, min. / max.
Dust protection cap material
PoE / PoE+
Ambient temperature (operational)
Approvals
Note

Ordering data

PROFINET module
TIA-A module
TIA-B module

Note

Accessories

Note

8-wire

87

Ø 30 34.7

Ø 3.7

Ø 22.5

11
.9

Cat.6A / Class EA (ISO/IEC 11801 2010)
IP 65 according to DIN EN 60529
PA UL 94 V0
Gold over nickel
Black
360° shield contact
Cabinet, Distribution box
750
IEC 60603-7-51
RJ45 / IDC
1 mm / 3 mm
EPDM
conforming to IEEE 802.3af
-40 °C...70 °C
CULUS
 

Type Qty. Order No.

IE-FCM-RJ45-FJ-A 10 1018810000
IE-FCM-RJ45-FJ-B 10 1018820000
 

 

Type Qty. Order No.Type Qty. Order No.
IE-FISP-V4 2 9204370000

SM 27/18 MC NE WS 80 1699860000
SM-H 27/18 SW 25 1716630000

Fixing tool

Markers
SwitchMark markers white

SwitchMark holder

4-wire

87

Ø 30 34.7

Ø 3.7

Ø 22.5

11
.9

Cat.5 (ISO/IEC 11801)
IP 65 according to DIN EN 60529
PA UL 94 V0
Gold over nickel
Black
360° shield contact
Cabinet, Distribution box
750
IEC 60603-7-51
RJ45 / IDC
1 mm / 3 mm
EPDM
conforming to IEEE 802.3af
-40 °C...70 °C
CULUS
 

Type Qty. Order No.
IE-FCM-RJ45-FJ-P 10 1018830000

 

 

Type Qty. Order No.Type Qty. Order No.
IE-FISP-V4 2 9204370000

SM 27/18 MC NE WS 80 1699860000
SM-H 27/18 SW 25 1716630000
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IP 65 service interface FrontCom® Micro
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FrontCom® Micro RJ45
Coupling

Technical data

Category
Protection degree
Housing main material
Contact surface
Colour
Shielding
Type of mounting
Plugging cycles
Connector standard
Connection 1 / 2
Wall thickness, min. / max.
Dust protection cap material
PoE / PoE+
Ambient temperature (operational)
Approvals
Note

Ordering data

Coupling
Note

Accessories

Note

8-wire

87

Ø 30 34.7

Ø 3.7

Ø 22.5

11
.9

Cat.6A / Class EA (ISO/IEC 11801 2010)
IP 65 according to DIN EN 60529
PA UL 94 V0
Gold over nickel
Black
360° shield contact
Cabinet, Distribution box
750
IEC 60603-7-51
RJ45 / RJ45
1 mm / 3 mm
EPDM
conforming to IEEE 802.3af
-40 °C...70 °C
CULUS
 

Type Qty. Order No.
IE-FCM-RJ45-C 10 1018790000
 

 

Type Qty. Order No.Type Qty. Order No.
IE-FISP-V4 2 9204370000

SM 27/18 MC NE WS 80 1699860000
SM-H 27/18 SW 25 1716630000

Fixing tool

Markers
SwitchMark markers white

SwitchMark holder
IP
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IP 65 service interface FrontCom® Micro
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FrontCom® Micro USB

Technical data

Ambient temperature (operational)
Protection degree
Housing main material
Colour
Shielding
Type of mounting
Connector standard
Connection 1 / 2
Dust protection cap material
Wall thickness, min. / max.
Approvals
Note

Ordering data

USB 2.0
USB 3.0

Note

Accessories

Note

Coupling AA

87

Ø 30 34.7

Ø 3.7

Ø 22.5

11
.9

-40 °C...70 °C
IP 65 according to DIN EN 60529
PA UL 94 V0
Black
360° shield contact
Cabinet, Distribution box
IEC 61076-3-107
USB A / USB A
EPDM
1 mm / 3 mm
CULUS
Approvals available on request

Type Qty. Order No.
IE-FCM-USB-A 10 1018840000
IE-FCM-USB-3.0-A 10 1427960000
 

 

Type Qty. Order No.Type Qty. Order No.
IE-FISP-V4 2 9204370000

SM 27/18 MC NE WS 80 1699860000
SM-H 27/18 SW 25 1716630000

IE-USB-A-A-0.5M 1 1993550005
IE-USB-A-A-1.0M 1 1993550010
IE-USB-A-A-1.5M 1 1993550015
IE-USB-A-A-1.8M 1 1993550018
IE-USB-A-A-3.0M 1 1993550030

Fixing tool

Markers
SwitchMark markers white

SwitchMark holder

USB cable
0.5 m
1.0 m
1.5 m
1.8 m
3.0 m

Coupling AB

87

Ø 30 34.7

Ø 3.7

Ø 22.5

11
.9

-40 °C...70 °C
IP 65 according to DIN EN 60529
PA UL 94 V0
Black
360° shield contact
Cabinet, Distribution box
IEC 61076-3-107
USB A / USB B
EPDM
1 mm / 3 mm
CULUS
 

Type Qty. Order No.
IE-FCM-USB-AB 10 1222550000

 

 

Type Qty. Order No.Type Qty. Order No.
IE-FISP-V4 2 9204370000

SM 27/18 MC NE WS 80 1699860000
SM-H 27/18 SW 25 1716630000

IP
 65

 se
rv

ice
 in

te
rfa

ce
s F

ro
nt

Co
m®

IP 65 service interface FrontCom® Micro
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