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J.2 2021700000

Plug PushPull V14 - RJ45

•  4- and 8-wire, RJ45 plug field attachable with colour 
coding on the plug

Technical data

Category
Protection degree
Housing main material
Contact surface
Sheath diameter, min. / max.
Plugging cycles
Ambient temperature (operational)
Connector standard
Connection diameter, flexible, min. / max.
Connection cross-section, flexible, min. / max.
Connection diameter, solid, min. / max.
Connection cross-section, solid, min. / max.
Approvals
Note

Ordering data - Sets

RJ45 tool-free
Note

without anti-kink prevention, 4-wire
PROFINET printing

SW
 20

22.3 87.6

26
.8

28

Cat.5 (ISO/IEC 11801)
IP 67
Zinc diecast
Gold over nickel
5 mm / 10 mm
750
-40 °C...70 °C
IEC 61076-3-117 Var. 14, IEC 60603-7-51
0.48 mm / 0.76 mm
AWG 26 / AWG 22
0.4 mm / 0.64 mm
AWG 24 / AWG 22
EAC
Other approvals for individual parts of the set available

Type Qty. Order No.
IE-PS-V14M-RJ45-FH-P 10 1012170000
 

Ordering data - Empty housings

Note

Accessories
Dust protection cap

Note

Type Qty. Order No.
IE-PH-V14M-RJ 10 1011560000
 

Type Qty. Order No.
IE-PP-V14P 10 1058280000
  
   

Plug inserts can also be ordered separately. Refer to Inserts.
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J

J.32021700000

PushPull V14 - RJ45 flange
Module

Technical data

Category
Protection degree
Housing main material
Contact surface
Sheath diameter, min. / max.
Plugging cycles
Ambient temperature (operational)
Connector standard
Connection diameter, flexible, min. / max.
Connection cross-section, flexible, min. / max.
Connection diameter, solid, min. / max.
Connection cross-section, solid, min. / max.
Approvals
Note

Ordering data - Sets

Standardised flange
Central flange

Note

4-wire
PROFINET printing

33 ± 0.1

18
.4

 ±
 0

.0
5

22 ± 0.05

M
3

R1.25

Cat.5 (ISO/IEC 11801)
IP 67
Zinc diecast
Gold over nickel
5 mm / 10 mm
750
-40 °C...70 °C
IEC 61076-3-117 Var. 14, IEC 60603-7-51
0.48 mm / 0.76 mm
AWG 26 / AWG 22
0.4 mm / 0.64 mm
AWG 24 / AWG 22

Other approvals for individual parts of the set available

Type Qty. Order No.
IE-BSS-V14M-RJ45-FJ-P 10 1085260000

 

Ordering data - Empty housings

Standardised flange
Central flange
Device flange

Note

Accessories
Dust protection cap

Note

Type Qty. Order No.
IE-BHS-V14M-RJA 10 1011540000
IE-BHC-V14M-RJA 10 1047950000
IE-BHD-V14M 10 1047940000
 

Type Qty. Order No.
IE-BP-V14P 10 1058310000
   
   

Plug inserts can also be ordered separately. Refer to Inserts.

8-wire
TIA-A

12
.5

6 + 
0.

21

 
– 

0.
22

 

Ø 27.41 + 0.48

 
– 0.49 

33 ± 0.1

18
.4

 ±
 0

.0
5

22 ± 0.05

M
3

R1.25

Cat.6A / Class EA (ISO/IEC 11801 2010)
IP 67
Zinc diecast
Gold over nickel
5 mm / 10 mm
750
-40 °C...70 °C
IEC 61076-3-117 Var. 14, IEC 60603-7-51
0.48 mm
AWG 26 / AWG 22
0.4 mm / 0.64 mm
AWG 24 / AWG 22

Other approvals for individual parts of the set available

Type Qty. Order No.
IE-BSS-V14M-RJ45-FJ-A 10 1012320000
IE-BSC-V14M-RJ45-FJ-A 10 1058270000
 

Type Qty. Order No.
IE-BHS-V14M-RJA 10 1011540000
IE-BHC-V14M-RJA 10 1047950000
IE-BHD-V14M 10 1047940000
 

Type Qty. Order No.
IE-BP-V14P 10 1058310000
   
   

Plug inserts can also be ordered separately, see Inserts

IP
 67

 pl
ug

-in
 co

nn
ec

to
rs

PushPull V14 - RJ45

http://catalog.weidmueller.com/catalog/Start.do?localeID=en&ObjectID=2021700000
http://catalog.weidmueller.com/catalog/Start.do?localeID=en&ObjectID=1085260000
http://catalog.weidmueller.com/catalog/Start.do?localeID=en&ObjectID=1011540000
http://catalog.weidmueller.com/catalog/Start.do?localeID=en&ObjectID=1047950000
http://catalog.weidmueller.com/catalog/Start.do?localeID=en&ObjectID=1047940000
http://catalog.weidmueller.com/catalog/Start.do?localeID=en&ObjectID=1058310000
http://catalog.weidmueller.com/catalog/Start.do?localeID=en&ObjectID=1012320000
http://catalog.weidmueller.com/catalog/Start.do?localeID=en&ObjectID=1058270000
http://catalog.weidmueller.com/catalog/Start.do?localeID=en&ObjectID=1011540000
http://catalog.weidmueller.com/catalog/Start.do?localeID=en&ObjectID=1047950000
http://catalog.weidmueller.com/catalog/Start.do?localeID=en&ObjectID=1047940000
http://catalog.weidmueller.com/catalog/Start.do?localeID=en&ObjectID=1058310000


J

J.4 2021700000

PushPull V14 - RJ45 flange
Coupling

Technical data

Category
Protection degree
Housing main material
Contact surface
Sheath diameter, min. / max.
Plugging cycles
Ambient temperature (operational)
Connector standard
Connection diameter, flexible, min. / max.
Connection cross-section, flexible, min. / max.
Connection diameter, solid, min. / max.
Connection cross-section, solid, min. / max.
Approvals
Note

Ordering data - Sets

Standardised flange
Central flange

Note

8-wire

12
.5

6 + 
0.

21

 
– 

0.
22

 

Ø 27.41 + 0.48

 
– 0.49 

33 ± 0.1

18
.4

 ±
 0

.0
5

22 ± 0.05
M

3
R1.25

Cat.6A / Class EA (ISO/IEC 11801 2010)
IP 67
Zinc diecast
Gold over nickel
5 mm / 10 mm
750
-40 °C...70 °C
IEC 61076-3-117 Var. 14, IEC 60603-7-51

Other approvals for individual parts of the set available

Type Qty. Order No.
IE-BSS-V14M-RJ45-C 10 1012310000
IE-BSC-V14M-RJ45-C 10 1058250000
 

Ordering data - Empty housings

Standardised flange
Central flange
Device flange

Note

Accessories
Dust protection cap

Note

Type Qty. Order No.
IE-BHS-V14M-RJA 10 1011540000
IE-BHC-V14M-RJA 10 1047950000
IE-BHD-V14M 10 1047940000
 

Type Qty. Order No.
IE-BP-V14P 10 1058310000
   
   

Plug inserts can also be ordered separately. Refer to Inserts.

IP
 67

 pl
ug

-in
 co

nn
ec

to
rs

PushPull V14 - RJ45

http://catalog.weidmueller.com/catalog/Start.do?localeID=en&ObjectID=2021700000
http://catalog.weidmueller.com/catalog/Start.do?localeID=en&ObjectID=1012310000
http://catalog.weidmueller.com/catalog/Start.do?localeID=en&ObjectID=1058250000
http://catalog.weidmueller.com/catalog/Start.do?localeID=en&ObjectID=1011540000
http://catalog.weidmueller.com/catalog/Start.do?localeID=en&ObjectID=1047950000
http://catalog.weidmueller.com/catalog/Start.do?localeID=en&ObjectID=1047940000
http://catalog.weidmueller.com/catalog/Start.do?localeID=en&ObjectID=1058310000


J

J.52021700000

Flange-mounted empty housing /
PushPull device flange
V14
•  IP 67

Technical data

Category
Protection degree
Housing main material
Contact surface
Sheath diameter, min. / max.
Plugging cycles
Ambient temperature (operational)
Connector standard
Connection diameter, flexible, min. / max.
Connection cross-section, flexible, min. / max.
Connection diameter, solid, min. / max.
Connection cross-section, solid, min. / max.
Approvals
Note

Ordering data

Standardised flange
Central flange
Device flange

Note

Accessories

Note

Empty housing

12
.5

6 + 
0.

21

 
– 

0.
22

 

Ø 27.41 + 0.48

 
– 0.49 

33 ± 0.1

18
.4

 ±
 0

.0
5

22 ± 0.05
M

3
R1.25

IP 67
Zinc diecast

750
-40 °C...70 °C
IEC 61076-3-117 Var. 14

 

Type Qty. Order No.
IE-BHS-V14M-RJA 10 1011540000
IE-BHC-V14M-RJA 10 1047950000

 

Plug inserts can also be ordered separately. Refer to Inserts.

Type Qty. Order No.Type Qty. Order No.
IE-BP-V14P 10 1058310000

Dust protection cap

Device flange

22.2

33 42

13.2
0.52“

IP 67
Zinc diecast

750
-40 °C...70 °C
IEC 61076-3-117 Var. 14

 

Type Qty. Order No.

IE-BHD-V14M 10 1047940000
 

Plug inserts can also be ordered separately. Refer to Inserts.

Type Qty. Order No.Type Qty. Order No.
IE-BP-V14P 10 1058310000
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J

J.6 2021700000

Plug PushPull V14 - Hybrid

Technical data

Category
Protection degree
Housing main material
Contact surface
Sheath diameter, min. / max.
Plugging cycles
Ambient temperature (operational)
Connection 1 / 2
Connector standard
Connection cross-section, flexible, min. / max.
Connection diameter, flexible, min. / max.
Rated current (hybrid connector)
Volume resistance
Approvals
Note

Ordering data - Sets

Note

Without kink prevention

SW
 20

2826
.8

22.3 86.3

Cat.5 (ISO/IEC 11801)
IP 67
Zinc diecast
Gold over nickel
5 mm / 10 mm
500
-40 °C...70 °C
Hybrid (Q10) / Crimp
IEC 61076-3-117 Var. 14
AWG 27 / AWG 20
0.08 mm² / 0.75 mm²
3 A per contact
< 10 mΩ
EAC
Other approvals for individual parts of the set available

Type Qty. Order No.
IE-PS-V14M-HYB-10P 10 1072910000
Order contacts separately

Ordering data - Empty housings

Note

Accessories
Crimp contacts

0.08...0.2 mm2

0.2...0.5 mm2

0.75 mm2

Crimping tool

Cable
Hybrid cable

Dust protection cap

Note

Type Qty. Order No.
IE-PH-V14M-RJ 10 1011560000
 

Type Qty. Order No.
IE-PIC-HYB-S-0,2-300 300 1135150000
IE-PIC-HYB-S-0,5-300 300 1096180000
IE-PIC-HYB-S-0,75-300 300 1068950000
   
HTF HYB 1 1119580000
   
   
   
IE-C5DHAG-MW  1172250000
   
   
   
IE-PP-V14P 10 1058280000
   
   

Plug inserts can also be ordered separately. Refer to Inserts.
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J

J.72021700000

Flange PushPull V14 - Hybrid

Technical data

Category
Protection degree
Housing main material
Seal material
Contact surface
Sheath diameter, min. / max.
Plugging cycles
Ambient temperature (operational)
Connection 1 / 2
Connector standard
Connection cross-section, flexible, min. / max.
Connection diameter, flexible, min. / max.
Rated current (hybrid connector)
Volume resistance
Approvals
Note

Ordering data - Sets

Note

Standardised flange

33 ± 0.1

18
.4

 ±
 0

.0
5

22 ± 0.05

M
3

R1.25

Cat.5 (ISO/IEC 11801)
IP 67
Zinc diecast
EPDM
Gold over nickel
5 mm / 10 mm
500
-40 °C...70 °C
Hybrid (Q10) / Crimp
IEC 61076-3-117 Var. 14
AWG 27 / AWG 20
0.08 mm² / 0.75 mm²
3 A per contact
< 10 mΩ

Other approvals for individual parts of the set available

Type Qty. Order No.
IE-BSS-V14M-HYB-10P-FJ 10 1072900000
 Order contacts separately

Ordering data - Empty housings

Standardised flange
Note

Accessories
Crimp contacts

0.08...0.2 mm2

0.2...0.5 mm2

0.75 mm2

Crimping tool

Cable
Hybrid cable

Dust protection cap

Note

Type Qty. Order No.
IE-BHS-V14M-RJA 10 1011540000
 

Type Qty. Order No.
IE-BIC-HYB-P-0,2-300 300 1135160000
IE-BIC-HYB-P-0,5-300 300 1096150000
IE-BIC-HYB-P-0,75-300 300 1068970000
   
HTF HYB 1 1119580000
   
   
   
IE-C5DHAG-MW  1172250000
   
   
   
IE-BP-V14P 10 1058310000
   
   

Plug inserts can also be ordered separately. Refer to Inserts.
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J.8 2021700000

V14 flange adapter

Technical data

Protection degree
Housing main material
Seal material
Type of mounting
Ambient temperature (operational)
Note

Ordering data

Note

Accessories

Note

Straight

18.433 22
Ø 3.3

IP 67
Zinc diecast
EPDM
2 screws, M3 (not included)
-40...70 °C
 

Type Qty. Order No.
IE-AD-BHS-V14M-RJA 1 1302000000
Flange and plug inserts must be ordered separately, see Inserts/Flanges

 

Type Qty. Order No.

Angled

9 20
.5

Ø 3.3

37
60

IP 67
Zinc diecast
EPDM
2 screws, M3 (not included)
-40...70 °C
 

Type Qty. Order No.
IE-BHS-V14M-RJA-45 10 1296710000
Flange inserts must be ordered separately, see Inserts

 

Type Qty. Order No.
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J.10 2021700000

PushPull V14 plug - fibre-optic

Technical data

Protection degree
Housing main material
Sheath diameter, min. / max.
Plugging cycles
Ambient temperature (operational)
Connector standard
Approvals
Note

Ordering data - Sets

POF
Note

Without kink prevention

2826
.8

83.622.3
SW

 20

IP 67
Zinc diecast
5 mm / 10 mm
750
-40...70 °C
IEC 61076-3-117 Var. 14, IEC 61754-24
EAC
 

Type Qty. Order No.
IE-PS-V14M-2SC-POF 10 1191550000
 

Ordering data - Empty housings

Note

Accessories
Inserts

Singlemode
Multimode

POF
Dust protection cap

Tools
POF tool set

 Fibre-optic tool case

Replacement ferrule

Note

Type Qty. Order No.
IE-PH-V14M-FO 10 1058100000
 

Type Qty. Order No.
IE-PI-SCRJ-SM 10 1067390000
IE-PI-SCRJ-MM 10 1067380000
IE-PI-SCRJ-POF 10 1067410000
   
IE-PP-V14P 10 1058280000
   
   
   
TOOL SET IE-POF 1 1208930000
IE-CTC-SCST-GOF 1 1032030000
   
   
IE-SCRJ-IP67-POF-100 100 1278430000
   
   

Plug inserts can also be ordered separately, see Inserts
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J.112021700000

Flange PushPull V14 - fibre-optic

Technical data

Protection degree
Housing main material
Plugging cycles
Ambient temperature (operational)
Insertion loss
Connector standard
Approvals
Note

Ordering data - Sets

Central flange Singlemode
Standardised flange Singlemode

Central flange Multimode
Standardised flange Multimode

Note

SC-RJ

12
.5

6 + 
0.

21

 
– 

0.
22

 

Ø 27.41 + 0.48

 
– 0.49 

33 ± 0.1

18
.4

 ±
 0

.0
5

22 ± 0.05
M

3
R1.25

IP 67
Zinc diecast
500
-40 °C...70 °C
≤ 0.5 dB
IEC 61076-3-117 Var. 14, IEC 61754-24

 

Type Qty. Order No.
IE-BSC-V14M-SCRJ-SM-C 10 1062600000
IE-BSS-V14M-SCRJ-SM-C 10 1058140000
IE-BSC-V14M-SCRJ-MM-C 10 1062590000
IE-BSS-V14M-SCRJ-MM-C 10 1058120000
 

Ordering data - Empty housings

Device flange
Note

Accessories
Dust protection cap

Note

Type Qty. Order No.
IE-BHD-V14M 10 1047940000
 

Type Qty. Order No.
IE-BP-V14P 10 1058310000
   
   

Plug inserts can also be ordered separately. Refer to Inserts.

LC Duplex

12
.5

6 + 
0.

21

 
– 

0.
22

 

Ø 27.41 + 0.48

 
– 0.49 

33 ± 0.1

18
.4

 ±
 0

.0
5

22 ± 0.05

M
3

R1.25

IP 67
Zinc diecast
500
-40 °C...70 °C
≤ 0.4 dB
IEC 61076-3-117 Var. 14, IEC 61754-20

 

Type Qty. Order No.
IE-BSC-V14M-LCD-SM-C 10 1062620000
IE-BSS-V14M-LCD-SM-C 10 1058150000
IE-BSC-V14M-LCD-MM-C 10 1062610000
IE-BSS-V14M-LCD-MM-C 10 1058130000
 

Type Qty. Order No.
IE-BHD-V14M 10 1047940000
 

Type Qty. Order No.
IE-BP-V14P 10 1058310000
   
   

Plug inserts can also be ordered separately. Refer to Inserts.
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Plug bayonet V1 Metal - RJ45

Technical data

Category
Protection degree
Housing main material
Contact surface
Sheath diameter, min. / max.
Plugging cycles
Ambient temperature (operational)
Connection cross-section, flexible, min. / max.
Connection diameter, flexible, min. / max.
Connection cross-section, solid, min. / max.
Connection diameter, solid, min. / max.
Connector standard
Approvals
Note

Ordering data - Sets

RJ45 tool-free. AWG 26-22. TIA-A/-B/-PROFINET
RJ45 Crimp. AWG 27-24

Note

Without kink prevention

Ø 
30

78.3

SW 20

Cat.6A / Class EA (ISO/IEC 11801 2010)
IP 67
Zinc diecast
Gold over nickel
5 mm / 10 mm
750
-40 °C...70 °C
AWG 26 / AWG 22
0.48 mm / 0.76 mm
AWG 24 / AWG 22
0.4 mm / 0.64 mm
IEC 61076-3-106 Var. 1, IEC 60603-7-51
CULUS; EAC
 

Type Qty. Order No.
IE-PS-V01M-RJ45-FH 10 1963120000
IE-PS-V01M-RJ45-TH 10 1963140000
 

Ordering data - Empty housings

Note

Accessories
Dust protection cap

Plug housing protective cap

Note

Type Qty. Order No.
IE-PH-V01M 10 1962550000
 

Type Qty. Order No.
IE-PP-V01P 10 1965690000
   
   

Plug inserts can also be ordered separately. Refer to Inserts.

With kink prevention

Ø 
30

128.3
SW 20

Cat.6A / Class EA (ISO/IEC 11801 2010)
IP 67
Zinc diecast
Gold over nickel
5 mm / 10 mm
750
-40 °C...70 °C
AWG 26 / AWG 22
0.48 mm / 0.76 mm
AWG 24 / AWG 22
0.4 mm / 0.64 mm
IEC 61076-3-106 Var. 1, IEC 60603-7-51
CULUS; EAC
 

Type Qty. Order No.
IE-PS-V01M-RJ45-FH-BP 10 1963130000
IE-PS-V01M-RJ45-TH-BP 10 1963150000
 

Type Qty. Order No.
IE-PH-V01M-BP 10 1962560000
 

Type Qty. Order No.
IE-PP-V01P 10 1965690000
   
   

Plug inserts can also be ordered separately. Refer to Inserts.
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Flange bayonet V1 Metal - RJ45

Technical data

Category
Protection degree
Housing main material
Contact surface
Plugging cycles
Ambient temperature (operational)
Connector standard
Connection cross-section, flexible, min. / max.
Connection diameter, flexible, min. / max.
Connection cross-section, solid, min. / max.
Connection diameter, solid, min. / max.
Approvals
Note

Ordering data - Sets

Note

Module
TIA-A

R3 max

Ø 27 + 0.3

25
.9

Ø 27 + 0.3

Ø 3.3 ± 0.1 (4x)
or M3 (4x)

24
 ±

 0
.1

 

Cat.6A / Class EA (ISO/IEC 11801 2010)
IP 67
Zinc diecast
Gold over nickel
750
-40 °C...70 °C
IEC 61076-3-106 Var. 1, IEC 60603-7-51
AWG 26 / AWG 22
0.48 mm / 0.76 mm
AWG 24 / AWG 22
0.4 mm / 0.64 mm
CULUS
 

Type Qty. Order No.
IE-BS-V01M-RJ45-FJ-A 10 1963480000
 

Ordering data - Empty housings

Note

Accessories
Dust protection cap

Flange-mounted housing protective cap

Note

Type Qty. Order No.
IE-BH-V01M 10 1963540000
 

Type Qty. Order No.
IE-BP-V01P 10 1965700000
   
   

Plug inserts can also be ordered separately. Refer to Inserts.

Coupling

R3 max

Ø 27 + 0.3

25
.9

Ø 27 + 0.3

Ø 3.3 ± 0.1 (4x)
or M3 (4x)

24
 ±

 0
.1

 

Cat.6A / Class EA (ISO/IEC 11801 2010)
IP 67
Zinc diecast
Gold over nickel
750
-40 °C...70 °C
IEC 61076-3-106 Var. 1, IEC 60603-7-51

CULUS
 

Type Qty. Order No.
IE-BS-V01M-RJ45-C 10 1963470000
 

Type Qty. Order No.
IE-BH-V01M 10 1963540000
 

Type Qty. Order No.
IE-BP-V01P 10 1965700000
   
   

Plug inserts can also be ordered separately. Refer to Inserts.
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Plug bayonet V1 metal - fibre-optic-SC

Technical data

Protection degree
Housing main material
Sheath diameter, min. / max.
Plugging cycles
Ambient temperature (operational)
Connector standard
Insertion loss
Return loss (attenuation)
Approvals
Note

Ordering data - Sets

Singlemode
Multimode

Note

Without kink prevention

Ø 
30

83.7
SW 20

IP 67
Zinc diecast
5 mm / 10 mm
500
-40 °C...70 °C
IEC 61076-3-106 Var. 1, IEC 61754-24
0.5 dB singlemode; 0.4 dB multimode; 1.5 dB POF
40 dB singlemode; 30 dB multimode
EAC
 

Type Qty. Order No.
IE-PS-V01M-2SC-SM 10 1963300000
IE-PS-V01M-2SC-MM 10 1963260000
 

Ordering data - Empty housings

Note

Accessories
Tools

 Fibre-optic tool case
POF tool set

Dust protection cap
Plug housing protective cap

Note

Type Qty. Order No.
IE-PH-V01M 10 1962550000
 

Type Qty. Order No.
IE-CTC-SCST-GOF 1 1032030000
TOOL SET IE-POF 1 1208930000
   
   
IE-PP-V01P 10 1965690000
   
   

Plug inserts can also be ordered separately. Refer to Inserts.

With kink prevention

133.7

Ø 
30

SW 20

IP 67
Zinc diecast
5 mm / 10 mm
500
-40 °C...70 °C
IEC 61076-3-106 Var. 1, IEC 61754-24
0.5 dB singlemode; 0.4 dB multimode; 1.5 dB POF
40 dB singlemode; 30 dB multimode
EAC
 

Type Qty. Order No.
IE-PS-V01M-2SC-SM-BP 10 1963310000
IE-PS-V01M-2SC-MM-BP 10 1963270000
 

Type Qty. Order No.
IE-PH-V01M-BP 10 1962560000
 

Type Qty. Order No.
IE-CTC-SCST-GOF 1 1032030000
TOOL SET IE-POF 1 1208930000
   
   
IE-PP-V01P 10 1965690000
   
   

Plug inserts can also be ordered separately. Refer to Inserts.
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Flange bayonet V1 metal - fibre-optic-SC

Technical data

Protection degree
Housing main material
Plugging cycles
Ambient temperature (operational)
Connector standard
Approvals
Note

Ordering data - Sets

Singlemode
Multimode

Note

Standardised flange

R3 max

Ø 27 + 0.3

25
.9

Ø 27 + 0.3

Ø 3.3 ± 0.1 (4x)
or M3 (4x)

24
 ±

 0
.1

 

IP 67
Zinc diecast
500
-40 °C...70 °C
IEC 61076-3-106 Var. 1, IEC 61754-24

 

Type Qty. Order No.
IE-BS-V01M-SCRJ-SM 10 1221020000
IE-BS-V01M-SCRJ-MM 10 1221010000
 

Ordering data - Empty housings

Note

Accessories
Dust protection cap

Flange-mounted housing protective cap

Note

Type Qty. Order No.
IE-BHD-V01M-SCA 10 1221030000
 

Type Qty. Order No.
IE-BP-V01P 10 1965700000
   
   

Plug inserts can also be ordered separately. Refer to Inserts.
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Plug bayonet V1 metal - fibre-optic-LC

Technical data

Protection degree
Housing main material
Sheath diameter, min. / max.
Plugging cycles
Ambient temperature (operational)
Connector standard
Insertion loss
Return loss (attenuation)
Approvals
Note

Ordering data - Sets

Singlemode
Multimode

Note

Without kink prevention

Ø 
30

83.7
SW 20

IP 67
Zinc diecast
5 mm / 10 mm
500
-40 °C...70 °C
IEC 61076-3-106 Var. 1, IEC 61754-20
0.5 dB singlemode, 0.4 dB multimode
40 dB singlemode; 30 dB multimode
EAC
 

Type Qty. Order No.
IE-PS-V01M-2LC-SM 10 1963240000
IE-PS-V01M-2LC-MM 10 1963220000
 

Ordering data - Empty housings

Note

Accessories
Tools

 Fibre-optic tool case
Accessory set for LC plugs

Dust protection cap
Plug housing protective cap

Note

Type Qty. Order No.
IE-PH-V01M 10 1962550000
 

Type Qty. Order No.
IE-CTC-SCST-GOF 1 1032030000
IE-CTC-AS-LC-GOF 1 1033350000
   
   
IE-PP-V01P 10 1965690000
   
   

Plug inserts can also be ordered separately. Refer to Inserts.

With kink prevention

133.7

Ø 
30

SW 20

IP 67
Zinc diecast
5 mm / 10 mm
500
-40 °C...70 °C
IEC 61076-3-106 Var. 1, IEC 61754-20
0.5 dB singlemode, 0.4 dB multimode
40 dB singlemode; 30 dB multimode
EAC
 

Type Qty. Order No.
IE-PS-V01M-2LC-SM-BP 10 1963250000
IE-PS-V01M-2LC-MM-BP 10 1963230000
 

Type Qty. Order No.
IE-PH-V01M-BP 10 1962560000
 

Type Qty. Order No.
IE-CTC-SCST-GOF 1 1032030000
IE-CTC-AS-LC-GOF 1 1033350000
   
   
IE-PP-V01P 10 1965690000
   
   

Plug inserts can also be ordered separately. Refer to Inserts.
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Flange bayonet V1 metal - 
fibre-optic-LC

Technical data

Protection degree
Housing main material
Plugging cycles
Ambient temperature (operational)
Connector standard
Approvals
Note

Ordering data - Sets

Singlemode
Multimode

Note

Standardised flange

R3 max

Ø 27 + 0.3

25
.9

Ø 27 + 0.3

Ø 3.3 ± 0.1 (4x)
or M3 (4x)

24
 ±

 0
.1

 

IP 67
Zinc diecast
500
-40 °C...70 °C
IEC 61076-3-106 Var. 1, IEC 61754-20

 

Type Qty. Order No.
IE-BS-V01M-LCD-SM-C 10 1963430000
IE-BS-V01M-LCD-MM-C 10 1964440000
 

Ordering data - Empty housings

Note

Accessories
Dust protection cap

Flange-mounted housing protective cap

Note

Type Qty. Order No.
IE-BH-V01M 10 1963540000
 

Type Qty. Order No.
IE-BP-V01P 10 1965700000
   
   

Plug inserts can also be ordered separately. Refer to Inserts.
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Plug bayonet V1 Plastic - RJ45

Technical data

Category
Protection degree
Housing main material
Contact surface
Sheath diameter, min. / max.
Plugging cycles
Ambient temperature (operational)
Connection cross-section, flexible, min. / max.
Connection diameter, flexible, min. / max.
Connection cross-section, solid, min. / max.
Connection diameter, solid, min. / max.
Connector standard
Approvals
Note

Ordering data - Sets

RJ45 tool-free. AWG 26-22. TIA-A/-B/-PROFINET
RJ45 Crimp. AWG 27-24

Note

Without kink prevention

Ø 
30

SW 20
80

Cat.6A / Class EA (ISO/IEC 11801 2010)
IP 67
PA UL 94 V0
Gold over nickel
5 mm / 10 mm
750
-40 °C...70 °C
AWG 26 / AWG 22
0.48 mm / 0.76 mm
AWG 24 / AWG 22
0.4 mm / 0.64 mm
IEC 61076-3-106 Var. 1, IEC 60603-7-51
CULUS; EAC
 

Type Qty. Order No.
IE-PS-V01P-RJ45-FH 10 1012490000
IE-PS-V01P-RJ45-TH 10 1012470000
 

Ordering data - Empty housings

Note

Accessories
Dust protection cap

Plug housing protective cap

Note

Type Qty. Order No.
IE-PH-V01P 10 1012440000
 

Type Qty. Order No.
IE-PP-V01P 10 1965690000
   
   

Plug inserts can also be ordered separately. Refer to Inserts.

With kink prevention

128.5

Ø 
30SW

 20

Cat.6A / Class EA (ISO/IEC 11801 2010)
IP 67
PA UL 94 V0
Gold over nickel
5 mm / 10 mm
750
-40 °C...70 °C
AWG 26 / AWG 22
0.48 mm / 0.76 mm
AWG 24 / AWG 22
0.4 mm / 0.64 mm
IEC 61076-3-106 Var. 1, IEC 60603-7-51
CULUS; EAC
 

Type Qty. Order No.
IE-PS-V01P-RJ45-FH-BP 10 1012570000
IE-PS-V01P-RJ45-TH-BP 10 1012560000
 

Type Qty. Order No.
IE-PH-V01P-BP 10 1012460000
 

Type Qty. Order No.
IE-PP-V01P 10 1965690000
   
   

Plug inserts can also be ordered separately. Refer to Inserts.
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Flange bayonet V1 Plastic - RJ45

Technical data

Category
Protection degree
Housing main material
Contact surface
Plugging cycles
Ambient temperature (operational)
Connector standard
Connection cross-section, flexible, min. / max.
Connection diameter, flexible, min. / max.
Connection cross-section, solid, min. / max.
Connection diameter, solid, min. / max.
Approvals
Note

Ordering data - Sets

Note

Module
TIA-A

R3 max

Ø 27 + 0.3

25
.9

Ø 27 + 0.3

Ø 3.3 ± 0.1 (4x)
or M3 (4x)

24
 ±

 0
.1

 

Cat.6A / Class EA (ISO/IEC 11801 2010)
IP 67
PA UL 94 V0
Gold over nickel
750
-40 °C...70 °C
IEC 61076-3-106 Var. 1, IEC 60603-7-51
AWG 26 / AWG 22
0.48 mm / 0.76 mm
AWG 24 / AWG 22
0.4 mm / 0.64 mm
CULUS
 

Type Qty. Order No.
IE-BS-V01P-RJ45-FJ-A 10 1012380000
 

Ordering data - Empty housings

Note

Accessories
Dust protection cap

Flange-mounted housing protective cap

Note

Type Qty. Order No.
IE-BH-V01P 10 1016960000
 

Type Qty. Order No.
IE-BP-V01P 10 1965700000
   
   

Plug inserts can also be ordered separately. Refer to Inserts.

Coupling

R3 max

Ø 27 + 0.3

25
.9

Ø 27 + 0.3

Ø 3.3 ± 0.1 (4x)
or M3 (4x)

24
 ±

 0
.1

 

Cat.6A / Class EA (ISO/IEC 11801 2010)
IP 67
PA UL 94 V0
Gold over nickel
750
-40 °C...70 °C
IEC 61076-3-106 Var. 1, IEC 60603-7-51

CULUS
 

Type Qty. Order No.
IE-BS-V01P-RJ45-C 10 1012370000
 

Type Qty. Order No.
IE-BH-V01P 10 1016960000
 

Type Qty. Order No.
IE-BP-V01P 10 1965700000
   
   

Plug inserts can also be ordered separately. Refer to Inserts.

IP
 67

 pl
ug

-in
 co

nn
ec

to
rs

Bayonet V1 Plastic - RJ45

http://catalog.weidmueller.com/catalog/Start.do?localeID=en&ObjectID=2021700000
http://catalog.weidmueller.com/catalog/Start.do?localeID=en&ObjectID=1012380000
http://catalog.weidmueller.com/catalog/Start.do?localeID=en&ObjectID=1016960000
http://catalog.weidmueller.com/catalog/Start.do?localeID=en&ObjectID=1965700000
http://catalog.weidmueller.com/catalog/Start.do?localeID=en&ObjectID=1012370000
http://catalog.weidmueller.com/catalog/Start.do?localeID=en&ObjectID=1016960000
http://catalog.weidmueller.com/catalog/Start.do?localeID=en&ObjectID=1965700000


J

J.20 2021700000

Cable coupling bayonet V1
Plastic - RJ45

Technical data

Protection degree
Housing main material
Plugging cycles
Ambient temperature (operational)
Connector standard
Sheath diameter, min. / max.
Approvals
Note

Ordering data
Variant 1

Cable coupling
Note

Accessories

Note

Cable coupling

Ø 41,8
1.65"

118,7
4.67"

42
,4

1.
67

"
IP 67
PA UL 94 V0
750
-40 °C...70 °C
IEC 61076-3-106 Var. 1
6 mm / 9.5 mm

 

Type Qty. Order No.
IE-CC-V01P 10 1061820000
RJ45 modules can be ordered separately

 

Type Qty. Order No.Type Qty. Order No.
IE-BI-RJ45-FJ-B 10 1963840000
IE-BI-RJ45-FJ-P 10 1963830000
IE-BI-RJ45-FJ-A 10 1962850000

Inserts, Data
RJ45 module EIA/TIA T568 B

RJ45 module PROFINET
RJ45 module EIA/TIA T568 A
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Plug PushPull V4 - RJ45

Technical data

Category
Protection degree
Housing main material
Contact surface
Sheath diameter, min. / max.
Plugging cycles
Ambient temperature (operational)
Connection cross-section, flexible, min. / max.
Connection diameter, flexible, min. / max.
Connection cross-section, solid, min. / max.
Connection diameter, solid, min. / max.
Connector standard
Approvals
Note

Ordering data - Sets

RJ45 tool-free. AWG 26-22. TIA-A/-B/-PROFINET
RJ45 tool-free. AWG 26-22 . TIA-B

RJ45 Crimp. AWG 27-24
Note

Without kink prevention

72.620.2

20
.1SW

 2
0

Cat.6A / Class EA (ISO/IEC 11801 2010)
IP 67
PA UL 94 V0
Gold over nickel
5 mm / 10 mm
750
-40 °C...70 °C
AWG 27 / AWG 24
0.46 mm / 0.61 mm
AWG 24 / AWG 22
0.36 mm / 0.51 mm
IEC 61076-3-106 Var. 4, IEC 60603-7-51
CULUS; EAC
 

Type Qty. Order No.
IE-PS-V04P-RJ45-FH 10 1963160000
IE-PS-V04P-RJ45-FH-B 10 1271240000
IE-PS-V04P-RJ45-TH 10 1963180000
 

Ordering data - Empty housings

Note

Accessories
Dust protection cap

Plug housing protective cap

Note

Type Qty. Order No.
IE-PH-V04P 10 1962520000
 

Type Qty. Order No.
IE-PP-V04P 10 1963890000
   
   

Plug inserts can also be ordered separately. Refer to Inserts.

With kink prevention

20
.1

20.2 121

SW
20

Cat.6A / Class EA (ISO/IEC 11801 2010)
IP 67
PA UL 94 V0
Gold over nickel
5 mm / 10 mm
750
-40 °C...70 °C
AWG 27 / AWG 24
0.46 mm / 0.61 mm
AWG 24 / AWG 22
0.36 mm / 0.51 mm
IEC 61076-3-106 Var. 4, IEC 60603-7-51
CULUS; EAC
 

Type Qty. Order No.
IE-PS-V04P-RJ45-FH-BP 10 1963170000

IE-PS-V04P-RJ45-TH-BP 10 1963190000
 

Type Qty. Order No.
IE-PH-V04P-BP 10 1962530000
 

Type Qty. Order No.
IE-PP-V04P 10 1963890000
   
   

Plug inserts can also be ordered separately. Refer to Inserts.
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Flange PushPull V4 - RJ45

Technical data

Category
Protection degree
Housing main material
Contact surface
Plugging cycles
Ambient temperature (operational)
Connector standard
Connection cross-section, flexible, min. / max.
Connection diameter, flexible, min. / max.
Connection cross-section, solid, min. / max.
Connection diameter, solid, min. / max.
Approvals
Note

Ordering data - Sets

RJ45 module TIA-A
RJ45 module TIA-B

Coupling
Note

Module

Ø 22.5 ± 0.2 

23
.9

5 
± 

0.
1 

Ø 3.3 ± 0.1 (4x)
or M3 (4x)

3.3 ± 0.1 

Ø 2.5 ± 0.2 

21 ± 0.1

32
 ±

 0
.1

 

Cat.6A / Class EA (ISO/IEC 11801 2010)
IP 67
PA UL 94 V0
Gold over nickel
750
-40 °C...70 °C
IEC 61076-3-106 Var. 4, IEC 60603-7-51
AWG 26 / AWG 22
0.48 mm
AWG 24 / AWG 22
0.4 mm / 0.64 mm
CULUS
Other approvals for individual parts of the set available

Type Qty. Order No.
IE-BS-V04P-RJ45-FJ-A 10 1963500000
IE-BS-V04P-RJ45-FJ-B 10 1963730000

 

Ordering data - Empty housings

Empty housing
Device flange

Note

Accessories
Dust protection cap

Flange-mounted housing protective cap

Note

Type Qty. Order No.
IE-BH-V04P 10 1963520000
IE-BHD-V04P 10 2027660000
 

Type Qty. Order No.
IE-BP-V04P 10 1963900000
   
   

Plug inserts can also be ordered separately. Refer to Inserts.

Coupling

Ø 22.5 ± 0.2 

23
.9

5 
± 

0.
1 

Ø 3.3 ± 0.1 (4x)
or M3 (4x)

3.3 ± 0.1 

Ø 2.5 ± 0.2 

21 ± 0.1

32
 ±

 0
.1

 

Cat.6A / Class EA (ISO/IEC 11801 2010)
IP 67
PA UL 94 V0
Gold over nickel
750
-40 °C...70 °C
IEC 61076-3-106 Var. 4, IEC 60603-7-51

CULUS
 

Type Qty. Order No.

IE-BS-V04P-RJ45-C 10 1963490000
 

Type Qty. Order No.
IE-BH-V04P 10 1963520000
IE-BHD-V04P 10 2027660000
 

Type Qty. Order No.
IE-BP-V04P 10 1963900000
   
   

Plug inserts can also be ordered separately. Refer to Inserts.
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J

J.24 2021700000

Cable coupling PushPull V4 - RJ45

Technical data

Protection degree
Housing main material
Plugging cycles
Ambient temperature (operational)
Connector standard
Sheath diameter, min. / max.
Approvals
Note

Ordering data

Cable coupling
Note

Accessories

Note

Cable coupling

99.15
3.9"

  41.8
1.65"

109.3
4.3"

IP 67
PA UL 94 V0
750
-40 °C...70 °C
IEC 61076-3-106 Var. 4
6 mm / 9.5 mm

 

Type Qty. Order No.
IE-CC-V04P 10 1045960000
RJ45 modules can be ordered separately

Plug inserts can also be ordered separately. Refer to Inserts.

Type Qty. Order No.Type Qty. Order No.
IE-BI-RJ45-FJ-B 10 1963840000
IE-BI-RJ45-FJ-P 10 1963830000
IE-BI-RJ45-FJ-A 10 1962850000

Inserts, Data
RJ45 module EIA/TIA T568 B

RJ45 module PROFINET
RJ45 module EIA/TIA T568 A
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J

J.252021700000

Flange-mounted empty housing /
PushPull V4 device flange
•  IP 67

Technical data

Protection degree
Housing main material
Plugging cycles
Ambient temperature (operational)
Connector standard
Sheath diameter, min. / max.
Approvals
Note

Ordering data

Empty housing
Device flange

Note

Accessories

Note

Empty housing

Ø 22.5 ± 0,2 

23
.9

5 
±

 0
,1

 

Ø 3.3 ± 0.1 (4x)
oder / or M3 (4x)

3.3 ± 0,1 

Ø 2.5 ± 0.2 

21 ± 0.1

32
 ±

 0
.1

 

IP 67
PA UL 94 V0
750
-40 °C...70 °C
IEC 61076-3-106 Var. 4
5 mm / 10 mm
CULUS
 

Type Qty. Order No.
IE-BH-V04P 10 1963520000

 

Plug inserts can also be ordered separately. Refer to Inserts.

Type Qty. Order No.Type Qty. Order No.
IE-BP-V04P 10 1963900000

Dust protection cap
Flange-mounted housing protective cap

Device flange

18,4
25,2M2,5

3,5

10
,35

16
,2

3,5

IP 67
PA UL 94 V0

-40 °C...70 °C
IEC 61076-3-106 Var. 4

 

Type Qty. Order No.

IE-BHD-V04P 10 2027660000
 

 

Type Qty. Order No.Type Qty. Order No.
IE-BP-V04P 10 1963900000
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J

J.26 2021700000

Plug PushPull V4 - fibre-optic-SC

Technical data

Protection degree
Housing main material
Sheath diameter, min. / max.
Plugging cycles
Ambient temperature (operational)
Connector standard
Insertion loss
Return loss (attenuation)
Approvals
Note

Ordering data - Sets

Singlemode
Multimode

Note

Without kink prevention

20
.1

81.3
SW

 2
0

20.2

IP 67
PA UL 94 V0
5 mm / 10 mm
500
-40 °C...70 °C
IEC 61076-3-106 Var. 4, IEC 61754-24
0.5 dB singlemode; 0.4 dB multimode; 1.5 dB POF
40 dB singlemode; 30 dB multimode
EAC
 

Type Qty. Order No.
IE-PS-V04P-2SC-SM 10 1963400000
IE-PS-V04P-2SC-MM 10 1963360000
 

Ordering data - Empty housings

Note

Accessories
Tools

 Fibre-optic tool case
POF tool set

Dust protection cap
Plug housing protective cap

Note

Type Qty. Order No.
IE-PH-V04P 10 1962520000
 

Type Qty. Order No.
IE-CTC-SCST-GOF 1 1032030000
TOOL SET IE-POF 1 1208930000
   
   
IE-PP-V04P 10 1963890000
   
   

Plug inserts can also be ordered separately. Refer to Inserts.

With kink prevention

20
.1

129.8

SW
 2

0

20.2

IP 67
PA UL 94 V0
5 mm / 10 mm
500
-40 °C...70 °C
IEC 61076-3-106 Var. 4, IEC 61754-24
0.5 dB singlemode; 0.4 dB multimode; 1.5 dB POF
40 dB singlemode; 30 dB multimode
EAC
 

Type Qty. Order No.
IE-PS-V04P-2SC-SM-BP 10 1963410000
IE-PS-V04P-2SC-MM-BP 10 1963370000
 

Type Qty. Order No.
IE-PH-V04P-BP 10 1962530000
 

Type Qty. Order No.
IE-CTC-SCST-GOF 1 1032030000
TOOL SET IE-POF 1 1208930000
   
   
IE-PP-V04P 10 1963890000
   
   

Plug inserts can also be ordered separately. Refer to Inserts.

IP
 67

 pl
ug

-in
 co

nn
ec

to
rs

PushPull V4 - FO

http://catalog.weidmueller.com/catalog/Start.do?localeID=en&ObjectID=2021700000
http://catalog.weidmueller.com/catalog/Start.do?localeID=en&ObjectID=1963400000
http://catalog.weidmueller.com/catalog/Start.do?localeID=en&ObjectID=1963360000
http://catalog.weidmueller.com/catalog/Start.do?localeID=en&ObjectID=1962520000
http://catalog.weidmueller.com/catalog/Start.do?localeID=en&ObjectID=1032030000
http://catalog.weidmueller.com/catalog/Start.do?localeID=en&ObjectID=1208930000
http://catalog.weidmueller.com/catalog/Start.do?localeID=en&ObjectID=1963890000
http://catalog.weidmueller.com/catalog/Start.do?localeID=en&ObjectID=1963410000
http://catalog.weidmueller.com/catalog/Start.do?localeID=en&ObjectID=1963370000
http://catalog.weidmueller.com/catalog/Start.do?localeID=en&ObjectID=1962530000
http://catalog.weidmueller.com/catalog/Start.do?localeID=en&ObjectID=1032030000
http://catalog.weidmueller.com/catalog/Start.do?localeID=en&ObjectID=1208930000
http://catalog.weidmueller.com/catalog/Start.do?localeID=en&ObjectID=1963890000


J

J.272021700000

Flange PushPull V4 - fibre-optic-SC

Technical data

Protection degree
Housing main material
Plugging cycles
Ambient temperature (operational)
Connector standard
Approvals
Note

Ordering data - Sets

Singlemode
Multimode

Note

Standardised flange

Ø 22.5 ± 0.2 

23
.9

5 
± 

0.
1 

Ø 3.3 ± 0.1 (4x)
or M3 (4x)

3.3 ± 0.1 

Ø 2.5 ± 0.2 

21 ± 0.1

32
 ±

 0
.1

 

IP 67
PA UL 94 V0
500
-40 °C...70 °C
IEC 61076-3-106 Var. 4, IEC 61754-4, IEC 61754-24

 

Type Qty. Order No.
IE-BS-V04P-SCRJ2SC-SM-C 10 1963420000
IE-BS-V04P-SCRJ2SC-MM-C 10 1964470000
 

Ordering data - Empty housings

Empty housing
Note

Accessories
Dust protection cap

Flange-mounted housing protective cap

Note

Type Qty. Order No.
IE-BH-V04P 10 1963520000
 

Type Qty. Order No.
IE-BP-V04P 10 1963900000
   
   

Plug inserts can also be ordered separately. Refer to Inserts.
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J

J.28 2021700000

Plug PushPull V4 - fibre-optic-LC

Technical data

Protection degree
Housing main material
Sheath diameter, min. / max.
Plugging cycles
Ambient temperature (operational)
Connector standard
Insertion loss
Return loss (attenuation)
Approvals
Note

Ordering data - Sets

Singlemode
Multimode

Note

Without kink prevention

20
.1

20.2 77.8
SW

 2
0

IP 67
PA UL 94 V0
5 mm / 10 mm
500
-40 °C...70 °C
IEC 61076-3-106 Var. 4, IEC 61754-20
0.5 dB singlemode, 0.4 dB multimode
40 dB singlemode; 30 dB multimode
EAC
 

Type Qty. Order No.
IE-PS-V04P-2LC-SM 10 1963340000
IE-PS-V04P-2LC-MM 10 1963320000
 

Ordering data - Empty housings

Note

Accessories
Tools

 Fibre-optic tool case
Accessory set for LC plugs

Dust protection cap
Plug housing protective cap

Note

Type Qty. Order No.
IE-PH-V04P 10 1962520000
 

Type Qty. Order No.
IE-CTC-SCST-GOF 1 1032030000
IE-CTC-AS-LC-GOF 1 1033350000
   
   
IE-PP-V04P 10 1963890000
   
   

Plug inserts can also be ordered separately. Refer to Inserts.

With kink prevention

126.3

SW
 2

0

20.2

20
.1

IP 67
PA UL 94 V0
5 mm / 10 mm
500
-40 °C...70 °C
IEC 61076-3-106 Var. 4, IEC 61754-20
0.5 dB singlemode, 0.4 dB multimode
40 dB singlemode; 30 dB multimode
EAC
 

Type Qty. Order No.
IE-PS-V04P-2LC-SM-BP 10 1963350000
IE-PS-V04P-2LC-MM-BP 10 1963330000
 

Type Qty. Order No.
IE-PH-V04P-BP 10 1962530000
 

Type Qty. Order No.
IE-CTC-SCST-GOF 1 1032030000
IE-CTC-AS-LC-GOF 1 1033350000
   
   
IE-PP-V04P 10 1963890000
   
   

Plug inserts can also be ordered separately. Refer to Inserts.
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J

J.292021700000

Flange PushPull V4 - fibre-optic-LC

Technical data

Protection degree
Housing main material
Plugging cycles
Ambient temperature (operational)
Connector standard
Approvals
Note

Ordering data - Sets

Singlemode
Multimode

Note

Standardised flange

Ø 22.5 ± 0.2 

23
.9

5 
± 

0.
1 

Ø 3.3 ± 0.1 (4x)
or M3 (4x)

3.3 ± 0.1 

Ø 2.5 ± 0.2 

21 ± 0.1

32
 ±

 0
.1

 

IP 67
PA UL 94 V0
500
-40 °C...70 °C
IEC 61076-3-106 Var. 4, IEC 61754-20

 

Type Qty. Order No.
IE-BS-V04P-LCD-SM-C 10 1963450000
IE-BS-V04P-LCD-MM-C 10 1964460000
 

Ordering data - Empty housings

Empty housing
Note

Accessories
Dust protection cap

Flange-mounted housing protective cap

Note

Type Qty. Order No.
IE-BH-V04P 10 1963520000
 

Type Qty. Order No.
IE-BP-V04P 10 1963900000
   
   

Plug inserts can also be ordered separately. Refer to Inserts.
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J

J.30 2021700000

RockStar® heavy-duty connector plug
V5 - RJ45

Technical data

Category
Protection degree
Housing main material
Contact surface
Sheath diameter, min. / max.
Plugging cycles
Ambient temperature (operational)
Connector standard
Approvals
Note

Ordering data - Sets

RJ45 tool-free. AWG 26-22. TIA-A/-B/-PROFINET
RJ45 tool-free. AWG 26-22 . TIA-B

RJ45 Crimp. AWG 27-24
Note

Straight V5 - RJ45 plug

88.6

26
.7

26.7

SW 24

Cat.6A / Class EA (ISO/IEC 11801 2010)
IP 67
diecast aluminium
Gold over nickel
5 mm / 12 mm
750
-40 °C...70 °C
IEC 61076-3-106 Var. 5, IEC 60603-7-51
CULUS; EAC
 

Type Qty. Order No.
IE-PS-V05M-RJ45-FH 10 1963200000
IE-PS-V05M-RJ45-FH-B 10 1271250000
IE-PS-V05M-RJ45-TH 10 1963110000
 

Ordering data - Empty housings

Note

Accessories
Dust protection cap

Plug housing protective cap
Spare insert holder

Note

Type Qty. Order No.
IE-PH-V05M 10 1962540000
 

Type Qty. Order No.
IE-PP-V05M 1 1968920000
IE-PH-AD-V05M-RJ45 1 1993540000
   

Plug inserts can also be ordered separately. Refer to Inserts.

V5-RJ45 plug, angled

26
.7

56.4

50.7

26
.7

SW
 20

61
.9

Cat.6A / Class EA (ISO/IEC 11801 2010)
IP 67
diecast aluminium
Gold over nickel
5 mm / 10 mm
750
-40 °C...70 °C
IEC 61076-3-106 Var. 5, IEC 60603-7-51
EAC
Other approvals for individual parts of the set available

Type Qty. Order No.
IE-PS-V05M-A-RJ45-FH 10 1077300000

 

Type Qty. Order No.

 

Type Qty. Order No.
IE-PP-V05M 1 1968920000
   
   

Plug inserts can also be ordered separately. Refer to Inserts.
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J

J.312021700000

RockStar® heavy-duty connector flange
V5 - RJ45

Technical data

Protection degree
Housing main material
Contact surface
Plugging cycles
Ambient temperature (operational)
Connector standard
Connection cross-section, flexible, min. / max.
Connection diameter, flexible, min. / max.
Connection cross-section, solid, min. / max.
Connection diameter, solid, min. / max.
Approvals
Note

Ordering data - Sets

TIA-A Cat. 6A

PROFINET Cat. 5
Coupling

Note

Module

39.4

23.8
30

Ø3.3b

42

24.2
30
36

IP 67
diecast aluminium
Gold over nickel
750
-40 °C...70 °C
IEC 61076-3-106 Var. 5, IEC 60603-7-51
AWG 26 / AWG 22
0.48 mm / 0.76 mm
AWG 24 / AWG 22
0.4 mm / 0.64 mm
CULUS
 

Type Qty. Order No.
IE-BS-V05M-RJ45-FJ-A 10 1963460000
IE-BS-V05M-RJ45-FJ-P 10 1963700000

 

Ordering data - Empty housings

Note

Accessories
Dust protection cap

Flange-mounted housing protective cap

Note

Type Qty. Order No.
IE-BH-V05M 10 1963530000
 

Type Qty. Order No.
IE-BP-V05M 10 1968930000
   
   

Plug inserts can also be ordered separately. Refer to Inserts.

Coupling

39.4

23.8
30

Ø3.3b

42

24.2
30
36

IP 67
diecast aluminium
Gold over nickel
750
-40 °C...70 °C
IEC 61076-3-106 Var. 5, IEC 60603-7-51

CULUS
 

Type Qty. Order No.

IE-BS-V05M-RJ45-C 10 1963510000
 

Type Qty. Order No.
IE-BH-V05M 10 1963530000
 

Type Qty. Order No.
IE-BP-V05M 10 1968930000
   
   

Plug inserts can also be ordered separately. Refer to Inserts.
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J.32 2021700000

Plug SnapIn V6 - RJ45

•  Cat. 6
•  IP 67

Technical data

Category
Protection degree
Shielding
Housing main material
Contact surface
Colour
Plugging cycles
Wiring
Type of mounting
Ambient temperature (operational)
Connector standard
Approvals
Note

Ordering data

Note

Accessories

Note

Without kink prevention

59.5
49

Cat.6 (ISO/IEC 11801)
IP 67
360° shield contact
PA 66, UL 94: V-0
Gold over nickel
Light Grey
750
EIA/TIA T568 A
Floor-mounted, for exposed connections, Wall mounting
-40 °C...70 °C
IEC 61076-3-106 Var. 6, IEC 60603-7-5
EAC; GERMLLOYD
 

Type Qty. Order No.
IE-P-IP67 1 8808380000
 

See also the „Accessories“ chapter.

Type Qty. Order No.Type Qty. Order No.
IE-PM-RJ45-TH 100 1963580000Insert
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J

J.332021700000

Flange SnapIn V6 - RJ45

•  Cat. 6
•  IP 67

Technical data

Category
Protection degree
Shielding
Housing main material
Contact surface
Colour
Plugging cycles
Type of mounting
Wiring

Ambient temperature (operational)
Connector standard
Approvals
Note

Ordering data

Straight
Angled. upwards

Angled. downwards
Note

Accessories

Note

Module

32.5
26.6±0.2

33

17
.5

23
.8

9±
0.

2

Cat.6 (ISO/IEC 11801)
IP 67
360° shield contact
PA 66, UL 94: V-0
Gold over nickel
Light Grey
750
Cabinet, Distribution box
Colour-coded pin assignment according to 
EIA/TIA T568 A ., EIA/TIA T568 B
-40 °C...70 °C
IEC 61076-3-106 Var. 6, IEC 60603-7-5
EAC; GERMLLOYD
 

Type Qty. Order No.
IE-XM-RJ45/IDC-IP67 1 8808440000

 

 

Type Qty. Order No.Type Qty. Order No.
IE-XRJ45/IDC 1 8808330000

Flange insert
RJ45 module A. straight
RJ45 coupling. straight

Coupling

32.5
26.6±0.2

33

17
.5

23
.8

9±
0.

2

Cat.6 (ISO/IEC 11801)
IP 67
360° shield contact
PA 66, UL 94: V-0
Gold over nickel
Light Grey
750
Cabinet, Distribution box

-40 °C...70 °C
IEC 61076-3-106 Var. 6, IEC 60603-7-5
EAC; GERMLLOYD
 

Type Qty. Order No.
IE-XM-RJ45/RJ45-IP67 1 8808450000
IE-XM-6U-RJ45/RJ45-IP67 1 8829440000
IE-XM-6D-RJ45/RJ45-IP67 1 8829450000
 

 

Type Qty. Order No.Type Qty. Order No.

IE-XR-RJ45/RJ45-2 24 8952950000
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Cable coupling SnapIn V6 - RJ45

•  Cat. 6
•  IP 67

Technical data

Category
Protection degree
Shielding
Housing main material
Contact surface
Colour
Plugging cycles
Type of mounting
Wiring

Ambient temperature (operational)
Connector standard
Sheath diameter, min. / max.
Approvals
Note

Ordering data

Cable coupling
Note

Accessories

Note

Cable coupling

79

41
.8

Cat.6 (ISO/IEC 11801)
IP 67
360° shield contact
PA 66, UL 94: V-0
Gold over nickel
Light Grey
750
Floor-mounted, for exposed connections, Wall mounting
Colour-coded pin assignment according to 
EIA/TIA T568 A ., EIA/TIA T568 B
-40 °C...70 °C
IEC 61076-3-106 Var. 6, IEC 60603-7-5
6 mm / 9.5 mm
EAC; GERMLLOYD
 

Type Qty. Order No.
IE-C-IP67 1 8813090000
 

See also the „Accessories“ chapter.

Type Qty. Order No.
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M12 plug,
Tension-clamp connection,
D-coded

Technical data

Type of connection
Housing main material
Ambient temperature (operational)
Connector standard
connection thread
Cable diameter 
Conductor cross-section min. / max.
Rated current
Rated voltage
Temperature range of housing
Protection degree
Contact surface
Note

Ordering data
Male

4-pole. PG 9
Female

4-pole. PG 9
Note

Accessories

Note

SAISM / SAIBM

~62

SW 18 mm

~57

Ø 
20

M1
2 x

 1

SW 18 mm

Ø 
20

M1
2 x

 1

Tension clamp connection
PA
-40 °C...85 °C
IEC 61076-2-101
M12
6...8 mm (PG9)
0.25 mm² / 0.5 mm²
4
250
-25…+85 °C
IP 67
Gold-plated
 

Type Qty. Order No.
SAISM-4/8S-M12 4P D-ZF 1 1892120001

SAIBM-4/8S-M12 4P D-ZF 1 1892130001
 

 

Type Qty. Order No.

SAISW / SAIBW

Ø 
18

M12 x 1

~
43

SW 18 mm

~5631.1

M12 x 1

~
38

SW 18 mm

~5631.1

Ø 
18

Tension clamp connection
PA
-40 °C...85 °C
IEC 61076-2-101
M12
6...8 mm (PG9)
0.25 mm² / 0.5 mm²
4
250
-25…+85 °C
IP 67
Gold-plated
 

Type Qty. Order No.
SAISW-4/8S-M12 4P D-ZF 1 1803930001

SAIBW-4/8S-M12 4P D-ZF 1 1139330000
 

 

Type Qty. Order No.
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M12 plug,
Screw connection,
D-coded

Technical data

Type of connection
Housing main material
Ambient temperature (operational)
Connector standard
connection thread
Cable diameter 
Conductor cross-section min. / max.
Rated current
Rated voltage
Temperature range of housing
Protection degree
Contact surface
Note

Ordering data
Male

4-pole. PG 9
Female

4-pole. PG 9
Note

Accessories

Note

SAISM / SAIBM

~62

SW 18 mm

~57

Ø 
20

M1
2 x

 1

SW 18 mm

Ø 
20

M1
2 x

 1

Screw connection
CuZn
-40 °C...85 °C
IEC 61076-2-101
M12
6...8 mm (PG9)
0.25 mm² / 0.75 mm²
4
250
-25…+85 °C
IP 67
Gold-plated
 

Type Qty. Order No.
SAISM-4/8S-M12-4P D-COD 1 1892120000

SAIBM-4/8S-M12-4P D-COD 1 1892130000
 

 

Type Qty. Order No.
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Adapter / coupling M12

•  Cat. 5
•  IP 67
•  D-coded

Technical data

Category
Protection degree
Housing main material
Shielding
Ambient temperature (operational)
Connector standard
Approvals
Note

Ordering data
Adaptor

Straight
Angled

Coupling

Note

Accessories

Note

Adapter M12-RJ45, female

13.8 ± 0.1

16
+0

.1 0

Cat.5 (ISO/IEC 11801)
IP 65
PA 66
Yes
-25 °C...80 °C
IEC 60603-7-5, IEC 61076-2-101
EAC
 

Type Qty. Order No.
IE-M12-ADAP S 1 8901620000
IE-M12-ADAP A 1 8901630000

 

 

Type Qty. Order No.

Adapter M12-RJ45, male

13.8 ± 0.1

16
+0

.1 0

Cat.5 (ISO/IEC 11801)
IP 65
PA 66
Yes
-25 °C...80 °C
IEC 60603-7-5, IEC 61076-2-101
EAC
 

Type Qty. Order No.
IE-AD-M12DRJ45-MF-180 1 1514970000
IE-AD-M12DRJ45-MF-90 1 1514940000

 

 

Type Qty. Order No.
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Adapter / coupling M12

•  Cat. 5
•  IP 67
•  D-coded

Technical data

Category
Protection degree
Housing main material
Shielding
Ambient temperature (operational)
Connector standard
Approvals
Note

Ordering data
Adaptor

Straight
Angled

Coupling

Note

Accessories

Note

Coupling M12-M12

Cat.5 (ISO/IEC 11801)
IP 67
Polyamide, Brass, nickel-plated
360° shield contact
-5 °C...60 °C
IEC 61076-2-101
EAC
 

Type Qty. Order No.

IE-M12-COUP 1 8901640000
 

 

Type Qty. Order No.
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M12 PCB connection element

•  Cat. 5
•  For installation into the end device
•  D-coded

Technical data

Category
Protection degree
Configuration
Housing main material
Shielding
Ambient temperature (operational)
Connector standard
Approvals
Note

Ordering data
Connection element

Straight
Angled

Note

Accessories

Note

Standard assembly

Cat.5 (ISO/IEC 11801)
IP 65 according to DIN EN 60529
Reflow compatible
CuZn, Polyamide, nickel-plated
360° shield contact
-25...85 °C
IEC 61076-2-101
EAC
 

Type Qty. Order No.
IE-M12-PCBCE 60 8902810000

 

 

Type Qty. Order No.

Additional fastening mechanism

Cat.5 (ISO/IEC 11801)
IP 65 according to DIN EN 60529
Reflow compatible
CuZn, Polyamide, nickel-plated
360° shield contact
-25...85 °C
IEC 61076-2-101
EAC
 

Type Qty. Order No.
IE-M12-PCBCE-PANEL 10 8902820000
IE-M12-PCBCE-PANEL-A 10 1393470000
 

 

Type Qty. Order No.

IP
 67

 pl
ug

-in
 co

nn
ec

to
rs

M12 D-coded

http://catalog.weidmueller.com/catalog/Start.do?localeID=en&ObjectID=2021700000
http://catalog.weidmueller.com/catalog/Start.do?localeID=en&ObjectID=8902810000
http://catalog.weidmueller.com/catalog/Start.do?localeID=en&ObjectID=8902820000
http://catalog.weidmueller.com/catalog/Start.do?localeID=en&ObjectID=1393470000


J

J.412021700000

M12 plug
M12 X-type Cat. 6A

Technical data

Category
Protection degree
Connection 1 / 2
Housing main material
connection thread
Contact material / Contact surface
Ambient temperature (operational)
Connector standard
Current-carrying capacity at 50 °C
Rated voltage
Insulation resistance
Plugging cycles
Configuration
Wall thickness, min. / max.
Shielding
Connection diameter, flexible, min. / max.
Connection cross-section, flexible, min. / max.
Connection diameter, solid, min. / max.
Connection cross-section, solid, min. / max.
Insulation cross-section, max.
Sheath diameter min. / max.
Approvals
Note

Ordering data

Plugs
90° adapter

180° adapter
Note

Accessories

Note

Plug, AWG 26-22

M
12

x1

SW
14

SW
14

ø1
6.

8

ø1
6.

8

52

Cat.6A / Class EA (ISO/IEC 11801 2010)
IP 67
M12 / Insulation displacement technology
Zinc diecast
M12
Brass / Gold-plated
-25 °C...85 °C
IEC 61076-2-109
0.5 A @ 40 °C
48 V
100 MΩ
≥ 100

360° all-round enclosure
0.48 mm / 0.76 mm
AWG 26 / AWG 22
0.4 mm / 0.64 mm
AWG 24 / AWG 22
1.6 mm
5 mm / 9.7 mm
CULUS; EAC
 

Type Qty. Order No.
IE-PS-M12X-P-FH 10 1324020000

 

 

Type Qty. Order No.

3 4

8 7

2

1

5

6

4 3

7 8

5

6

2

1

Plug, AWG 27-22

  59  

  S
W

 17
  

  S
W

 15
  

  M
12

x1
  

SW 18
0,6 Nm

  
20

  

Cat.6A / Class EA (ISO/IEC 11801 2010)
IP 67
M12 / Insulation displacement technology
Zinc diecast
M12
Brass, tinned / Gold-plated
-40 °C...85 °C
IEC 61076-2-109
0.5 A @ 40 °C
50 V
100 MΩ
≥ 100

360° all-round enclosure
0.46 mm / 0.76 mm
AWG 27 / AWG 22
0.51 mm / 0.64 mm
AWG 24 / AWG 22
1.6 mm
5.5 mm / 9 mm
CULUS
 

Type Qty. Order No.
IE-PS-M12X-P-AWG22/27FH 1 2007500000

 

 

Type Qty. Order No.
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M12 plug
M12 X-type Cat. 6A

Technical data

Category
Protection degree
Connection 1 / 2
Housing main material
connection thread
Contact material / Contact surface
Ambient temperature (operational)
Connector standard
Current-carrying capacity at 50 °C
Rated voltage
Insulation resistance
Plugging cycles
Configuration
Wall thickness, min. / max.
Shielding
Connection diameter, flexible, min. / max.
Connection cross-section, flexible, min. / max.
Connection diameter, solid, min. / max.
Connection cross-section, solid, min. / max.
Insulation cross-section, max.
Sheath diameter min. / max.
Approvals
Note

Ordering data

Plugs
90° adapter

180° adapter
Note

Accessories

Note

Plug, female

Cat.6A / Class EA (ISO/IEC 11801 2010)
IP 67
M12 / Insulation displacement technology
Zinc diecast
M12
Brass / Gold-plated
-40 °C...85 °C
IEC 61076-2-109
0.5 A @ 40 °C
48 V
100 MΩ
≥ 100

360° all-round enclosure
0.48 mm / 0.76 mm
AWG 26 / AWG 22
0.4 mm / 0.64 mm
AWG 24 / AWG 22
1.6 mm
5 mm / 9.7 mm

 

Type Qty. Order No.
IE-PS-M12X-S-FH 1 1516330000

 

 

Type Qty. Order No.Type Qty. Order No.
Screwty Set 1 1910000000
Screwty Set -DM 1 1920000000

Screwty- M12 F 1 1900020000
Screwty-M12 F-DM 1 1900021000

Mounting tool
Tool set

Tool set with torque function
Screwty

Cable gland tool, M 12
Cable gland tool with torque function, M 12

Flange

Cat.6A / Class EA (ISO/IEC 11801 2010)
IP 67
M12 / Insulation displacement technology
Zinc diecast
M12
CuZn / Gold-plated
-40 °C...85 °C
IEC 61076-2-109
0.5 A @ 40 °C
48 V
100 MΩ
≥ 100

0.9 mm / 4 mm
360° all-round enclosure
0.48 mm / 0.76 mm
AWG 26 / AWG 22
0.4 mm / 0.64 mm
AWG 24 / AWG 22
1.6 mm
5 mm / 9.7 mm

 

Type Qty. Order No.
IE-BS-M12X-S-FH 1 1516340000

 

 

Type Qty. Order No.Type Qty. Order No.
Screwty Set 1 1910000000
Screwty Set -DM 1 1920000000

Screwty- M12 F 1 1900020000
Screwty-M12 F-DM 1 1900021000
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M12 plug
M12 X-type Cat. 6A

Technical data

Category
Protection degree
Connection 1 / 2
Housing main material
connection thread
Contact material / Contact surface
Ambient temperature (operational)
Connector standard
Current-carrying capacity at 50 °C
Rated voltage
Insulation resistance
Plugging cycles
Configuration
Wall thickness, min. / max.
Shielding
Connection diameter, flexible, min. / max.
Connection cross-section, flexible, min. / max.
Connection diameter, solid, min. / max.
Connection cross-section, solid, min. / max.
Insulation cross-section, max.
Sheath diameter min. / max.
Approvals
Note

Ordering data

Plugs
90° adapter

180° adapter
Note

Accessories

Note

Adapter M12 X-Type-RJ45

SW 19

M
16

x1
.5

16
.5

 

46.35

34.4

29
 

ma
x. 

4
mi

n. 
0.

9

Cat.6A / Class EA (ISO/IEC 11801 2010)
IP 67
RJ45 / M12
Zinc diecast
M12
CuZn / Gold over nickel
-25 °C...85 °C
IEC 61076-2-109, IEC 60603-7-51
0.5 A @ 40 °C
60 V
100 MΩ
≥ 100 (M12), 750 (RJ45)
M12 socket to RJ45 socket
0.9 mm / 4 mm
360° shield contact

CULUS; EAC
 

Type Qty. Order No.

IE-AD-M12XRJ45-90 1 1400610000
IE-AD-M12XRJ45-180 1 1400620000
 

 

Type Qty. Order No.

3 4

8 7

2

1

5

6

4 3

7 8

5

6

2

1
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PCB socket
M12 X-type Cat. 6A

Technical data

Category
Protection degree
Connection 1 / 2
Housing main material
connection thread
Contact material / Contact surface
Ambient temperature (operational)
Connector standard
Current-carrying capacity at 50 °C
Rated voltage
Insulation resistance
Plugging cycles
Configuration
Wall thickness, min. / max.
Shielding
Approvals
Note

Ordering data

pre-assembled
1-piece design
2-piece design

Note

Accessories

Note

PCB socket

M12x1
SW15

ø1
6.

5

7
2

3
11.5

M
12

x1
SW

14

min. 0.9 / max. 2.5

Cat.6A / Class EA (ISO/IEC 11801 2010)
IP 67 (when screwed in)
M12 / Solder connection
CuZn
M12
CuZn / Gold over nickel
-40 °C...85 °C
IEC 61076-2-109
0.5 A @ 40 °C
48 V
100 MΩ
≥ 100
Reflow compatible
0.9 mm / 2.5 mm
360° all-round enclosure
CULUS; EAC
 

Type Qty. Order No.
IE-PCB-M12X-S-180 10 1324010000

IE-PCB2-M12X-S-180 10 1393080000
 

 

Type Qty. Order No.

3 4

8 7

2

1

5

6

PCB socket, back panel mounting

11
2.5

2
7.5 SW19

M12x1

21
.5

Cat.6A / Class EA (ISO/IEC 11801 2010)
IP 67 (when screwed in)
M12 / Solder connection
CuZn
M12
CuZn / Gold over nickel
-40 °C...85 °C
IEC 61076-2-109
0.5 A @ 40 °C
48 V
100 MΩ
≥ 100
Reflow compatible, Back panel mounting
0.9 mm / 2.5 mm
360° all-round enclosure
CULUS; EAC
 

Type Qty. Order No.
IE-PCBR-M12X-S-180 10 1427670000

IE-PCBR2-M12X-S-180 10 1444650000
 

 

Type Qty. Order No.
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PCB socket
M12 X-type Cat. 6A

Technical data

Category
Protection degree
Connection 1 / 2
Housing main material
connection thread
Contact material / Contact surface
Ambient temperature (operational)
Connector standard
Current-carrying capacity at 50 °C
Rated voltage
Insulation resistance
Plugging cycles
Configuration
Wall thickness, min. / max.
Shielding
Approvals
Note

Ordering data

pre-assembled
1-piece design
2-piece design

Note

Accessories

Note

PCB socket, angled

Cat.6A / Class EA (ISO/IEC 11801 2010)
IP 67 (when screwed in)
M12 / Solder connection
CuZn
M12
CuZn / Gold over nickel
-40 °C...85 °C
IEC 61076-2-109
0.5 A @ 40 °C
48 V
100 MΩ
≥ 100
Reflow compatible
1 mm / 2.5 mm
360° all-round enclosure

 

Type Qty. Order No.

IE-PCB-M12X-S-90 10 2168220000

 

 

Type Qty. Order No.
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RJ45 plug inserts, tool-free

•  Cat. 6A

•  IP 20
•  For housing variants 1, 4, 5 and 14

Technical data

Category
Protection degree
Plugging cycles
Shielding
Housing main material
Contact material
Contact surface
Connection cross-section, flexible, min. / max.
Connection diameter, flexible, min. / max.
Connection cross-section, solid, min. / max.
Connection diameter, solid, min. / max.
Wire connection cross-section, finely stranded
Insulation diameter, min. / max.
Humidity
Ambient temperature (operational)
Insulation resistance
Contact resistance
Dielectric strength, contact / contact
Dielectric strength, contact / shield
Current-carrying capacity at 50 °C
PoE / PoE+
Speed
Connector standard
Approvals
Note

Ordering data
tool-free

TIA-A/B/PROFINET
TIA-A
TIA-B

PROFINET
Note

Accessories

Note

8-wire

9.
45

12.9

40.22

Cat.6A / Class EA (ISO/IEC 11801 2010)
IP 67 with housing
750
360° all-round enclosure
Zinc diecast

Gold over nickel, Au ≥ 0.8 µm
AWG 26 / AWG 22
0.48 mm / 0.76 mm
AWG 24 / AWG 22
0.4 mm / 0.64 mm
Approval of the cable by Weidmüller necessary
0.85 mm...1.6 mm

-40 °C...70 °C
500 MΩ
≤ 20 mΩ
≥ 1000 V DC
≥ 1500 V DC
1 A
conforming to IEEE 802.3at
10 GBit/s
IEC 60603-7-51
CULUS; EAC
Approvals available on request

Type Qty. Order No.
IE-PI-RJ45-FH 10 1962730000
IE-PI-RJ45-FH-A 10 1132010000
IE-PI-RJ45-FH-B 10 1132020000

 

 

Type Qty. Order No.Type Qty. Order No.
PWZ RJ45 1 1118040000

Tools
Optional pressing tool

4-wire

9.
45

12.9

40.22

Cat.5 (ISO/IEC 11801)
IP 67 with housing
750
360° all-round enclosure
Zinc diecast

Gold over nickel, Au ≥ 0.8 µm
AWG 26 / AWG 22

AWG 24 / AWG 22
0.4 mm / 0.64 mm
Approval of the cable by Weidmüller necessary
0.85 mm...1.6 mm

-40 °C...70 °C
500 MΩ
≤ 20 mΩ
≥ 1000 V DC
≥ 1500 V DC
1 A
conforming to IEEE 802.3at
100 MBit/s
IEC 60603-7-51
CULUS; EAC
 

Type Qty. Order No.

IE-PI-RJ45-FH-P 10 1132030000
 

 

Type Qty. Order No.Type Qty. Order No.
PWZ RJ45 1 1118040000
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J

J.472021700000

RJ45 plug inserts, crimp

•  Cat. 6A

•  IP 20
•  For housing variants 1, 4, 5 and 14

Technical data

Category
Protection degree
Plugging cycles
Shielding
Housing main material
Contact material
Contact surface
Connection cross-section, flexible, min. / max.
Connection diameter, flexible, min. / max.
Connection cross-section, solid, min. / max.
Connection diameter, solid, min. / max.
Insulation diameter, min. / max.
Humidity
Ambient temperature (operational)
Insulation resistance
Contact resistance
Dielectric strength, contact / contact
Dielectric strength, contact / shield
Current-carrying capacity at 50 °C
PoE / PoE+
Speed
Connector standard
Approvals
Note

Ordering data
Crimp

Note

Accessories

Note

8-wire

Cat.6A / Class EA (ISO/IEC 11801 2010)
IP 67 with housing
750
360° all-round enclosure
Brass, PC UL 94 V0
Phosphorus bronze
Gold over nickel, Au ≥ 0.8 µm, Ni 2.54 µm
AWG 27 / AWG 24
0.46 mm / 0.61 mm
AWG 24 / AWG 24
0.4 mm / 0.51 mm
0.85 mm...1.05 mm
0...93 % rel. humidity
-40 °C...70 °C
500 MΩ
≤ 20 mΩ
≥ 1000 V DC
≥ 1500 V DC
1 A
conforming to IEEE 802.3af

IEC 60603-7-51
CURUS; EAC
 

Type Qty. Order No.
IE-PI-RJ45-TH 10 1962720000
 

 

Type Qty. Order No.Type Qty. Order No.
TT 8 RS MP 8 1 9202800000

Tools
Crimping tool
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RJ45 flange inserts, module

•  Cat. 6A

•  IP 20
•  For housing variants 1, 4, 5, 14 and for FrontCom®

Technical data

Category
Protection degree
Plugging cycles
Shielding
Housing main material
Contact surface
Connection cross-section, flexible, min. / max.
Connection cross-section, solid, min. / max.
Insulation diameter, min. / max.
Connector standard
Ambient temperature (operational)
PoE / PoE+
Approvals
Note

Ordering data
tool-free

TIA-A. Cat. 6A

TIA-B. Cat. 6A

PROFINET Cat. 5
Note

Accessories

Note

8-wire

13
,1

9

15,6
40,1

Cat.6A / Class EA (ISO/IEC 11801 2010)
IP 67 with housing
750
360° all-round enclosure
Zinc diecast
Gold over nickel, Au ≥ 0.8 µm
AWG 26 / AWG 22
AWG 24 / AWG 22
0.85 mm...1.6 mm
IEC 60603-7-51
-40 °C...70 °C
conforming to IEEE 802.3af
CULUS
 

Type Qty. Order No.
IE-BI-RJ45-FJ-A 10 1962850000
IE-BI-RJ45-FJ-B 10 1963840000

 

 

Type Qty. Order No.Type Qty. Order No.
PWZ RJ45 1 1118040000

Tools
Optional pressing tool

4-wire

13
,1

9

15,6
40,1

Cat.5 (ISO/IEC 11801)
IP 67 with housing
750
360° all-round enclosure
Zinc diecast
Gold over nickel, Au ≥ 0.8 µm
AWG 26 / AWG 22
AWG 24 / AWG 22
0.85 mm...1.6 mm
IEC 60603-7-51
-40 °C...70 °C
conforming to IEEE 802.3af
CULUS; GERMLLOYD
 

Type Qty. Order No.

IE-BI-RJ45-FJ-P 10 1963830000
 

 

Type Qty. Order No.Type Qty. Order No.
PWZ RJ45 1 1118040000
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RJ45 flange inserts, coupling

•  Cat. 6A

•  IP 20
•  For housing variants 1, 4, 5, 14 and for FrontCom®

Technical data

Category
Protection degree
Plugging cycles
Shielding
Housing main material
Contact surface
Connection cross-section, flexible, min. / max.
Connection cross-section, solid, min. / max.
Insulation diameter, min. / max.
Connector standard
Ambient temperature (operational)
PoE / PoE+
Approvals
Note

Ordering data
tool-free

Coupling
Note

Accessories

Note

8-wire

13
,1

9

15,6
32,51

Cat.6A / Class EA (ISO/IEC 11801 2010)
IP 67 with housing
750
360° all-round enclosure
Zinc diecast
Gold over nickel, Au ≥ 0.8 µm

IEC 60603-7-51
-40 °C...70 °C
conforming to IEEE 802.3af
CULUS; GERMLLOYD
 

Type Qty. Order No.
IE-BI-RJ45-C 10 1962840000
 

 

Type Qty. Order No.
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J

J.50 2021700000

Plug inserts Hybrid

•  Cat. 5
•  IP 20
•  For housing variants 1 (metal) and 14

Technical data

Category
Protection degree
Plugging cycles
Shielding
Housing main material
Contact surface
No. of poles
Connection cross-section, flexible, min. / max.
Connection diameter, flexible, min. / max.
Insulation diameter, min. / max.
Ambient temperature (operational)
Volume resistance
Rated current 
Rated voltage
Contact resistance
Approvals
Note

Ordering data

Note

Accessories

Note

Crimp

36.7

12.8

8.
9

Cat.5 (ISO/IEC 11801)
IP 67 with housing
500
360° all-round enclosure
Nickel silver, PA 66
Gold over nickel
10
AWG 27 / AWG 20
0.08 mm² / 0.75 mm²
1 mm...2.2 mm
-40 °C...70 °C
< 10 mΩ
3 A per contact
24 V
≤ 5 mΩ
CULUS; EAC
 

Type Qty. Order No.
IE-PI-HYB-10P 10 1068990000
  Order contacts separately

 

Type Qty. Order No.Type Qty. Order No.
IE-PIC-HYB-S-0,2-300 300 1135150000
IE-PIC-HYB-S-0,5-300 300 1096180000
IE-PIC-HYB-S-0,75-300 300 1068950000

HTF HYB 1 1119580000

Crimp contacts
0.08...0.2 mm2

0.2...0.5 mm2

0.75 mm2

Crimping tool
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J

J.512021700000

Flange inserts Hybrid

•  Cat. 5
•  IP 20
•  For housing variants 1 (metal) and 14

Technical data

Category
Protection degree
Plugging cycles
Shielding
Housing main material
Contact surface
No. of poles
Connection cross-section, flexible, min. / max.
Connection diameter, flexible, min. / max.
Insulation diameter, min. / max.
Rated current 
Rated voltage
Contact resistance
Volume resistance
Ambient temperature (operational)
Approvals
Note

Ordering data

Note

Accessories

Note

Module

15.5

44.5

13
.1

Cat.5 (ISO/IEC 11801)
IP 67 with housing
500
360° all-round enclosure
Zinc diecast, Nickel silver, PA 66
Gold over nickel
10
AWG 27 / AWG 20
0.08 mm² / 0.75 mm²
1 mm...2.2 mm
3 A per contact
24 V
≤ 10 mΩ
< 10 mΩ
-40 °C...70 °C
CULUS
 

Type Qty. Order No.
IE-BI-HYB-10P 10 1069010000
  Order contacts separately

 

Type Qty. Order No.Type Qty. Order No.
IE-BIC-HYB-P-0,2-300 300 1135160000
IE-BIC-HYB-P-0,5-300 300 1096150000
IE-BIC-HYB-P-0,75-300 300 1068970000

HTF HYB 1 1119580000

Crimp contacts
0.08...0.2 mm2

0.2...0.5 mm2

0.75 mm2

Crimping tool
IP
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Flange inserts USB

•  Cat. 6A

•  IP 20
•  For housing variants 1, 4, 5, 14 and for FrontCom

Technical data

Protection degree
Shielding
Ambient temperature (operational)
Connection 1 / 2
Connector standard
Approvals
Note

Ordering data

USB 2.0
USB 3.0

Note

Accessories

Note

Coupling USB A/A

IP 67 with housing
360° all-round enclosure
-40 °C...70 °C
USB A / USB A
IEC 61076-3-107
GERMLLOYD
 

Type Qty. Order No.
IE-BI-USB-A 10 1019570000
IE-BI-USB-3.0-A 1 1487920000
 

 

Type Qty. Order No.

Coupling USB A/B

IP 67 with housing
360° all-round enclosure
-40 °C...70 °C
USB A / USB B
IEC 61076-3-107
GERMLLOYD
 

Type Qty. Order No.
IE-BI-USB-AB 10 1131380000

 

 

Type Qty. Order No.
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J.532021700000

Plug inserts SC

•  IP 20
•  For variant 1, 4 and 14 housings

Technical data

Protection degree
Housing main material
Plugging cycles
Ambient temperature (operational)
Connector standard
Approvals
Note

Ordering data

Singlemode
Multimode

POF
Note

Accessories

Note

Plug inserts SC, fibre optics

9.
7

13.2

54
55.7

IP 67 with housing
Zinc diecast
1000
-40 °C...70 °C
IEC 61754-24
EAC; UL
 

Type Qty. Order No.
IE-PI-SCRJ-SM 10 1067390000
IE-PI-SCRJ-MM 10 1067380000

 

 

Type Qty. Order No.Type Qty. Order No.

IE-CTC-SCST-GOF 1 1032030000

Tools
POF tool set

Crimping tool POF
 Fibre-optic tool case

Replacement ferrule

Plug inserts SC, POF

9.
7

13.2

54
55.7

IP 67 with housing
Zinc diecast
1000
-40 °C...70 °C
IEC 61754-24
EAC; UL
 

Type Qty. Order No.

IE-PI-SCRJ-POF 10 1067410000
 

 

only for V14

Type Qty. Order No.Type Qty. Order No.
TOOL SET IE-POF 1 1208930000
HTX-IE-POF 1 1208870000

IE-SCRJ-IP67-POF-100 100 1278430000
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J.54 2021700000

Flange inserts SC

•  IP 20
•  SC-RJ on 2 SC
•  For variant 1, 4 and 14 housings

Technical data

Protection degree
Housing main material
Plugging cycles
Ambient temperature (operational)
Approvals
Note

Ordering data
Flange insert

Singlemode
Multimode/POF

Note

Accessories

Note

Flange inserts SC

13
.1

9

17.8
33.9

IP 67 with housing
PA
1000
-40 °C...70 °C

 

Type Qty. Order No.
IE-BI-SCRJ2SC-SM-C 10 1962870000
IE-BI-SCRJ2SC-MM-C 10 1964430000
 

 

Type Qty. Order No.
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Plug inserts LC

•  IP 20
•  For variant 1, 4 and 14 housings

Technical data

Protection degree
Housing main material
Plugging cycles
Ambient temperature (operational)
Connector standard
Approvals
Note

Ordering data
Plug insert

Singlemode
Multimode

Note

Accessories

Note

Plug inserts LC

9.
5

13.15

31.3

14.5

59.1

IP 67 with housing
PBT diecast zinc
1000
-40 °C...70 °C
IEC 61754-20
EAC
 

Type Qty. Order No.
IE-PI-2LC-SM 10 1962790000
IE-PI-2LC-MM 10 1962780000
 

 

Type Qty. Order No.Type Qty. Order No.
IE-CT-LC-GOF 1 9205330000
IE-CTC-SCST-GOF 1 1032030000

Tools
Crimping pliers GOF LC

 Fibre-optic tool case
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Flange inserts LC

•  IP 20
•  For variant 1, 4 and 14 housings

Technical data

Protection degree
Housing main material
Plugging cycles
Ambient temperature (operational)
Connector standard
Approvals
Note

Ordering data
Flange insert

Singlemode
Multimode

Note

Accessories

Note

Flange inserts LC

9.
3

15.9
30.9

IP 67 with housing
PBT diecast zinc
1000
-40 °C...70 °C
IEC 61754-20

 

Type Qty. Order No.
IE-BI-LCD-SM-C 10 1962880000
IE-BI-LCD-MM-C 10 1964420000
 

 

Type Qty. Order No.Type Qty. Order No.
IE-CTC-SCST-GOF 1 1032030000
IE-CT-LC-GOF 1 9205330000

Tools
 Fibre-optic tool case

Crimping pliers GOF LC
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Plug PushPull Power

Technical data
General data
Protection degree
Connector standard
Ambient temperature (operational)
No. of poles
Wire connection cross-section, flexible, min./max.
Sheath diameter, min. / max.
Connection
Approvals
Material properties
Housing base material
Sealing material
Cable sealing material
Contact material / Contact surface
UL 94 flammability rating
Pollution severity level
Plugging cycles
Electrical properties*
Current-carrying capacity at 50 °C
Rated voltage
Note

Ordering data - Sets

Note

Power 24 V plug

36
30

50 17

IP 65
in accordance with PROFINET specification
-40 °C...70 °C
5
0.75 mm² / 2.5 mm²
9 mm / 13 mm
Tension clamp
EAC; UR

Zinc diecast, nickel-plated
NBR
TPE
Copper alloy / Gold over nickel
V-2
2
≤ 100

16 A
24 V
We recommend using 10-mm-long wire-end ferrules

Type Qty. Order No.
IE-PS-VAPM-24V 10 1068910000
 

Ordering data - Empty housings

Note

Accessories

Note

Type Qty. Order No.

 

 

Power 400 V plug

36

30

50 17

IP 65
in accordance with PROFINET specification
-40 °C...70 °C
5
0.75 mm² / 2.5 mm²
9 mm / 13 mm
Tension clamp
EAC; UR

Zinc diecast, nickel-plated
NBR
TPE
Copper alloy / Gold over nickel
V-2
2
≤ 100

16 A
400 V
We recommend using 10-mm-long wire-end ferrules

Type Qty. Order No.
IE-PS-VAPM-400V 10 1323940000
 

Type Qty. Order No.
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Flange PushPull Power

Technical data
General data
Protection degree
Connector standard
Ambient temperature (operational)
No. of poles
Connection diameter, flexible, min. / max.
Connection 1
Approvals
Installation
Material properties
Housing base material
Sealing material
Cable sealing material
Contact carrier material
Contact material / Contact surface
UL 94 flammability rating
Pollution severity level
Plugging cycles
Electrical properties*
Current-carrying capacity at 50 °C
Rated voltage
Note

Ordering data - Sets

Note

Power 24 V flange

36.2

42

32.5 9.3

IP 67
in accordance with PROFINET specification
-40 °C...70 °C
5
0.75 mm² / 2.5 mm²
Tension clamp
UR
4 screws

Zinc diecast, nickel-plated
NBR
TPE
PA
Copper alloy / Gold over nickel
V-2
2
≤ 100

16 A
24 V
We recommend using 10-mm-long wire-end ferrules

Type Qty. Order No.
IE-BSS-VAPM-24V 10 1069030000
 

Ordering data - Empty housings

Device flange
Note

Accessories
Dust protection cap

Note

Type Qty. Order No.
IE-BHD-VAPM 10 1068920000
 

Type Qty. Order No.
IE-BP-VAPP 10 1068930000
   
   

 

Power 400 V flange

36.2

42

32.5 9.3

IP 67
in accordance with PROFINET specification
-40 °C...70 °C
5
0.75 mm² / 2.5 mm²
Tension clamp
UR
4 screws

Zinc diecast, nickel-plated
NBR
TPE
PA
Copper alloy / Gold over nickel
V-2
2
≤ 100

16 A
400 V
We recommend using 10-mm-long wire-end ferrules

Type Qty. Order No.
IE-BSS-VAPM-400V 10 1323950000
 

Type Qty. Order No.
IE-BHD-VAPM 10 1068920000
 

Type Qty. Order No.
IE-BP-VAPP 10 1068930000
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